THIS SET OF PLANS TO BE AVAILABLE
AT JOB SITE DURING CONSTRUCTION

Fire Marshal General Comments: Permit# 2020-075059

Printed and Fire Marshal Stamped Plan Set Shall Be available
at Job Site.

Provide Knox 3200 key box adjacent to the primary entrance
per location requirements, additional boxes may be required
(Sprinkler Riser Room).

The sprinkler plans/notes set will be reviewed separately by the
sprinkler review section of the Fire Marshal’s office. The
approval of the life safety plans set does not include approval of
the sprinkler drawings/notes.

The fire alarm layout not reviewed. The fire alarm company
shall submit shop drawings with all spaces labeled in
compliance with 2012 IFC Section 907. The fire alarm system
and/or additions shall be installed in compliance with the 2012
IFC and 2010 NFPA 72 codes, or newer.

The kitchen hood system(s) shall be installed and maintained
according to, NFPA-96 Standard for Ventilation Control and Fire
Protection of Commercial Cooking Operations, latest edition.

The life safety features are subject to the Fire Inspectors
approval and changes may be required in the field.

Fire Inspector: Danny Bratcher, 615-862-5290
02/09/2021 JR

Nashville Fire Department
Fire Marshal Plan Review

X Reviewed
X See Comment Sheet For Corrections

James Rummage
Fire Plans Examiner

Permit# 2020-075059

Review and approval by the Fire Marshal Office does not relieve the
owner of compliance with all applicable codes, laws, and
ordinances.

Subject to the review and approval of other Metro-Nashville and
State of Tennessee agencies.

02/09/2021 12:39:42

Metro Employee Stamp Page

REVIEWED

AS NOTED HERE ON

DEPARTMENT OF CODES
AND BUILDING SAFETY

THIS SET OF PLANS SHALL BE PRINTED AND AVAILABLE
ON THE JOBSITE DURING CONSTRUCTION.

INOTICE: This project may be subject to the provisions of the
Americans with Disabilities Act (ADA) of 1991. You should
contact the ADA Hotline at 202-514-0301 before
commencing work. Failure to comply may result in Federal
fines and penalties.

FIRE STOPPING REQUIREMENT

Penetrations thru rated walls and floors shall be sealed with material
capable of preventing the passage of flames and hot gasses when
subjected to the requirements of the Test Standard specific for Fire
Stops UL 1479 (ASTM E 814)

REVIEWED BY: DATE:
’ ; 2-5-21

Permit ID Number:

2020075059
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5055 OLD HICKORY BLVD
HERMITAGE, TN 37076
PROTOTYPE - 20M
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12.01.2020

OWNER ARCHITECT CIVIL ENGINEER STRUCTURAL ENGINEER MEP ENGINEER LANDSCAPE ARCHITECT
WHATABURGER CASTLES DESIGN GROUP INC. KIMLEY-HORN WALLACE ENGINEERING, INC MPW ENGINEERING SOLUTIONS KIMLEY-HORN
300 CONCORD PLAZA DRIVE 3801 KIRBY DRIVE, SUITE 600 6750 POPULAR AVWNUE, STE. 600 123 NORTH MARTIN LUTHER KING BLVD. | 110 W. 7TH STREET, SUITE 600 6750 POPULAR AVWNUE, STE. 600

SAN ANTONIO, TEXAS 78216

HOUSTON, TX 77098

MEMPHIS, TENNESSEE 38138
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A Professional Corporation
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SHEET SHEET
1. VISIT PREMISES TO BECOME FAMILIAR WITH EXISTING CONDITIONS. VERIFY THE SCOPE OF WORK PLAN NORTH NUMBER SHEET NAME NUMBER SHEET NAME
AND EVALUATE POTENTIAL PROBLEMS AFFECTING EXECUTION OF THE WORK.
2. THE SUBMISSION OF PRICING SHALL BE CONFIRMATION THAT THE CONTRACTOR HAS FULLY NORTH INDICATOR CENERAL MECHANICAL
" EVALUATED POTENTIAL PROBLEMS AND THAT LATER ADDITIONAL COST AND/OR SCHEDULE 0.0 COVER SHEET MO 1 GENERAL NOTES, SYMBOLS AND ABBREVIATIONS
CLAIMS FOR LABOR, EQUIPMENT, MATERIAL, OR HARDSHIP WILL NOT BE CONSIDERED. G0 PROJECT DATA M1.1 MECHANICAL FLOOR PLAN
G1.0 CODE ANALYSIS AND LIFE SAFETY PLANS M2.1 MECHANICAL ROOF PLAN
3. THE DOCUMENTS, DRAWINGS, AND PROJECT MANUALS ARE COMPLIMENTARY IN NATURE. WHAT M5.1 MECHANICAL DETAILS
IS CALLED FOR BY ONE IS BINDING BY ALL. INFORM THE ARCHITECT OF DISCREPANCIES SHOULD CIVIL M5.2 MECHANICAL DETAILS
THEY OCCUR. o 8 16 24 GRAPHIC SCALE G1-00 CIVIL COVER SHEET M6.1 MECHANICAL SCHEDULES
4. ELEVATIONS, DETAILS, AND SECTIONS FOR TYPICAL CONDITIONS ARE GENERALLY REFERRED TO 1/8" = 1'-0" G2-00 TOPOGRAPHIC SURVEY (BY OTHERSO M7.1 MECHANICAL CONTROLS
ON THE PLAN, ELEVATION OR DETAIL WHERE THEY FIRST OCCUR, AND ARE TYPICAL FOR LIKE C1-00 DEMOLITION PLAN M8.1 CONTROL SYSTEM DIAGRAM
CONDITIONS THROUGHOUT, UNLESS OTHERWISE NOTED. C2-00 SITE PLAN
GRID INDICATOR C2-01 INTERSECTION SIGHT DISTANCE EXHIBIT ELECTRICAL
5. 'TYPICAL" MEANS TYPICAL FOR SIMILAR CONDITIONS, UNLESS OTHERWISENOTED. | 0 } — = — — — — — — — — — — — — — C2-02 HORIZONTAL CONTROL PLAN £0.1 ELECTRICAL SYMBOLS
6. "SIMILAR" MEANS REFERENCED ITEM IS SIMILAR IN NATURE TO ACTUAL DETAIL, SECTION OR C2-03 CONCRETE JOINT LAYOUT PLAN E0.2 ELECTRICAL ABBREVIATIONS AND SCHEDULES
ELEVATION (i.e. OPPOSITE-HAND, REVERSE DIRECTION, ETC.). C3-00 GRADING AND DRAINAGE PLAN E1.1 ELECTRICAL SITE PLAN
Name LEVEL INDICATOR C4-00 UTILITY PLAN E1.2 PHOTOMETRIC SITE PLAN
7. (3) COPIES OF SUBMITTALS, INCLUDING SHOP DRAWINGS, SCHEDULES, CATALOG CUTS, AND ovalon~ ~ ~ ~ ~  — — — ————— C5-00 EROSION AND SEDIMENT CONTROI PLAN PHASE 1 E2.1 ELECTRICAL LIGHTING PLAN
SAMPLES, SHALL BE SUBMITTED TO WHATABURGER FOR REVIEW PRIOR TO PROCUREMENT, C5-01 EROSION AND SEDIMENT CONTRO! PLAN PHASE 2 E31 ELECTRICAL POWER PLAN
FABRICATION, AND/OR INSTALLATION OF MATERIALS, COMPONENTS AND/OR SYSTEMS.
SUBMITTALS SHALL BE PROVIDED FOR WHATABURGER'S WORK. REFER TO ENGINEERING oo C5-02 EROSION AND SEDIMENT CONTROL DETAILS E3.2 ELECTRICAL POWER PLAN - ROOF
DRAWINGS FOR ADDITIONAL SUBMITTAL REQUIREMENTS. ROoW C6-00 CONSTRUCTION DETAILS E4.1 ELECTRICAL ENLARGED PLANS
————————————————— ROOM TAG C6-01 CONSTRUCTION DETAILS E5.1 ELECTRICAL DIAGRAMS
SHOP DRAWINGS SHALL BE SUBMITTED IN THE FOLLOWING SCALES: C6-02 CONSTRUCTION DETAILS E5.2 ELECTRICAL DETAILS
A.OVERALL PLANS AND ELEVATIONS: 1/8" = 1-0" C6-03 CONSTRUCTION DETAILS E6.1 ELECTRICAL SCHEDULES
E- B'EAF'XISLQN@EWL\J/QT;?E?_%E COMPONENTS: 1" = 1-0 D1-10 STORMWATER MANAGEMENT - CONVEYANCE E7.1 ELECTRICAL PANEL SCHEDULES
D. TYPICAL PROFILES FOR EACH PIECE: FULL SCALE 0 ) — — — = = — = — = — = = = DOORTAG D1-20 STORMWATER MANAGEMENT - PRE WATER QUALITY E7.2 ELECTRICAL PANEL SCHEDULES
D1-21 STORMWATER MANAGEMENT - POST WATER QUALITY
DELIVER ALL SUBMITTALS TO: D1-30 STORMWATER MANAGEMENT - DETENTION
WHATABURGER
AN ANTONIG, TEXAS 76016 A| [DINF — — — — — — — — — — — — — — - WALL TAG LANDSCAPE
ATT: CINDY ESPINOZA L0-00 TREE PRESERVATION PLAN
L1-00 LANDSCAPE PLAN
8. SUBMITTALS SHALL INCLUDE PROJECT NAME AND WHATABURGER'S PROJECT NUMBER (FOUND L1-01 SWM LANDSCAPE PLAN
ON SHEET TITLEBLOCK) WITH EACH SUBMISSION. SUBMITTALS SHALL BE DISTRIBUTED IN EITHER WINDOW TAG L2-00 LANDSCAPE DETAILS
PAPER OR ELECTRONIC PDF FORMAT. | AWM = = = = = = = = = = = = = = — —
9. CONTRACTOR IS RESPONSIBLE FOR REVIEW AND APPROVAL OF SUBMITTALS FOR IRRIGATION
CONFORMANCE WITH THE CONTRACT DOCUMENTS AND COORDINATION WITH ASSOCIATED MATCH LINE c IR1-00 IRRIGATION PLAN
WORK INDICATED ON DRAWINGS PRIOR TO SUBMISSION TO WHATABURGER FORREVIEEW. | —r—o—imo o o MATCH LINE & VIEW REFERENCE IR1-01 IRRIGATION DETAILS
CONTRACTOR SHALL PROVIDE THEIR STAMP ON SUBMITTALS PRIOR TO SUBMISSION AS SEE A1/A-100
CONFIRMATION THAT SUCH REVIEW AND APPROVAL HAS TAKEN PLACE. WHATABURGER SHALL STRUCTURAL
REVIEW AND RETURN SUBMITTALS WITHIN TEN WORKING DAYS FROM DATE OF SUBMITTAL DRAWING NAME OR DESCRIPTION S0.1 SYMBOLS, ABBREVIATIONS & SPECIAL INSPECTIONS
RECEIPT FROM CONTRACTOR. /
S0.2 GENERAL NOTES
10. CONTRACTOR SHALL PREPARE AND SUBMIT REQUESTS FOR INTERPRETATION (RFis) AS SOON AS V| EVV T | TL E S1.1 FOUNDATION PLAN
THE NEED FOR CLARIFICATION IS DISCOVERED. RFls ARE TO BE SUBMITTED ELECTRONICALLY IN A1 ,,,,,,,,,,, VIEW TITLE S1.2 ROOF FRAMING PLAN
PDF FORMAT ON CONTRACTOR LETTERHEAD TO WHATABURGER, AND INCLUDE PROJECT NAME, 1/8" = 1-0" S2.1 FRAMING ELEVATIONS
WHATABURGER PROJECT NUMBER, DATE, NAME OF CONTRACTOR, NAME OF ARCHITECT, RFI A\ SCALE OF DRAWING 529 ERAMING ELEVATIONS
NUMBER, RFI SUBJECT, REFERENCE DRAWING/DETAIL NUMBERS, AND DESCRIPTION OF A-100 DRAWING LOCATION DESIGNATOR '1 TVPICAL DETAIL
APPLICABLE FIELD CONDITIONS. WHATABURGER WILL REVIEW SUBMITTED RFIs AND RETURN AN SHEET WHERE DRAWING IS REFERENCED S5. C S
WITH RESPONSE ELECTRONICALLY IN PDF FORMAT WITHIN FIVE FULL WORKING DAYS FROM S5.2 TYPICAL DETAILS
DATE OF RFI DISTRIBUTION. S5.3 FOUNDATION DETAILS
11. RESTRICT CONSTRUCTION WORK, STAFF, MATERIAL, AND DEBRIS TO THE CONTRACT PREMISES SM 555 FRAMING DETALS
: : : : | SECTION INDICATOR S5.6 FRAMING DETAILS
AND AS AUTHORIZED BY LOCATION REPRESENTATIVE. $ <57 FRAMING DETAILS
12. PROVIDE FOR TEMPORARY FIRE EXTINGUISHERS DURING CONSTRUCTION. S5.8 FRAMING DETAILS
S5.9 ENLARGED PLANS
13. COORDINATE TRADES TO ENSURE TIMELY COMPLETION OF WORK AND TO MINIMIZE DISRUPTION = SM = Al g
OF THE ON-GOING BUSINESS ACTIVITIES OF EXISTING TENANTS. % % ARCHITECTURAL
m A @ o ELEVATION INDICATOR A1 STE PLAN
14. OBTAIN REQUIRED PERMITS TO COMPLETE WORK AS SHOWN IN THESE DOCUMENTS. W ) 203 DOGR AND FRAME TYPES. DOOR SCHEDULE
15. WORK PERFORMED SHALL BE DONE IN ACCORDANCE WITH APPLICABLE CODES, STANDARDS, SIM Z A1 A1 FLOOR PLAN
AND REGULATIONS. NOTHING IN THE DRAWINGS OR RELATED DOCUMENTS IS TO BE A1.3 REFLECTED CEILING PLAN
CONSTRUED AS REQUIRING OR PERMITTING WORK THAT IS CONTRARY TO CODE Al4 ROOF PLAN
REQUIREMENTS. o SIM A15 ICC-ES-REPORT
16.  DOCUMENTS INDICATE DESIGN INTENT AND DO NOT DICTATE MEANS AND METHODS REGARDING m 7777777777 DETAIL INDICATOR A2 EXTERIOR ELEVATIONS
THE INSTALLATION OF WORK. A-101 A22 EXTERIOR ELEVATIONS
o A3.1 BULDING SECTIONS
17. COORDINATE THE ARRIVAL AND STORAGE OF MATERIALS. A4 WALL SECTIONS
A4.2 WALL SECTIONS
18.  CONFIRMATION OF LONG-LEAD ITEMS SHALL BE SUBMITTED TO WHATABURGERAND OWNER'S | [N KEYNOTE INDICATOR A5 1 SECTION DETAILS
REPRESENTATIVE FOR APPROVAL WITH BID SUBMISSION. oo SEGTION DETALLS
19.  CONTRACTOR TO COMPLY WITH LOCAL AUTHORITY HAVING JURISTICTION HOURS OF A5.3 WALL AND ROOF TYPES
OPERATION. THESE INCLUDE RESTRICTIONS AND ALLOWANCES CONCERNING OFF-HOURS A5.4 PARTITION TYPES
ACTIVITIES SUCH AS FLOOR CORING, MATERIAL DELIVERIES, AND SHOT ANCHOR INSTALLATIONS. BREAK LINE A5 PLAN DETAILS
COORDINATE WITH LOCATION REPRESENTATIVE FOR ADDITIONAL INFORMATION. N— —— 266 DUMPSTER
20. UPON COMPLETION OF THE WORK, CONTRACTOR SHALL NOTIFY WHATABURGER TO PREPARE A AB.7 DRIVE-THRU CANOPY
"PUNCHLIST" OF CORRECTIONS AND UNSATISFACTORY AND/OR INCOMPLETE WORK. A6.8 DRIVE-THRU MENU BOARD
WHATABURGER SHALL PREPARE ONE PUNCHLIST AND SHALL PERFORM ONE SUBSEQUENT A6.9 SUN SHADE CANOPY
REVIEW OF COMPLETED WORK. SHOULD MORE THAN ONE PUNCHLIST OR MORE THAN ONE e REVISION INDICATOR AND CLOUD
SUBSEQUENT REVIEW BE NECESSARY BECAUSE OF UNTIMELY OR INCOMPLETE WORK BY THE INTERIORS
CONTRACTOR, THE ADDITIONAL TIME BY WHATABURGER & THE CONTRACTOR SHALL BE AT THE 01 CINISH PLAN
CONTRACTOR'S SOLE EXPENSE. :
1.2 ENLARGED PLAN AND INTERIOR ELEVATIONS
21. OCCUPANT MOVE-IN DATE SHALL BE APPROVED BY TENANT REPRESENTATIVE. CONTRACTOR D — — ] TEMPERED GLASS INDICATOR 12.1 INTERIOR ELEVATIONS
TO COMPLETE A FINAL CLEANING PRIOR TO MOVE-IN, INCLUDING REMOVAL OF TEMPORARY 12.2 INTERIOR ELEVATIONS
PROTECTIONS, WIPING DOWN, CLEANING GLASS, WASHING, WAXING, VACUUMING, AND ANY 23 SERVICE COUNTER
OTHER SERVICE WHICH WOULD BE PERFORMED UNDER TENANT AND BASE BUILDING STANDARD 3.1 DETAILS
CLEANING AND MAINTENANCE PROGRAMS. :
13.2 DETAILS
22. CONTRACTOR TO WARRANTY WORK PERFORMED FOR FOR MINIMUM OF ONE YEAR FROM THE 14.1 FURNITURE PLAN
DATE OF FINAL ACCEPTANCE.
23. IN ADDITION TO EXIT SIGN LOCATIONS SHOWN ON PLAN, PROVIDE FOR A QUANTITY OF 10%, BUT KITCHEN
. ) ol
NOT LESS THAN FOUR (4), ADDITIONAL ILLUMINATED EXIT SIGNS TO BE INSTALLED AT FIRE E ; E:Ig:'ém ESS\LZ“T"E'\:\ITS
MARSHALL'S DIRECTION ON SITE. :
K1.3 KITCHEN ELEVATIONS
FIRE PROTECTION
FO.1 SITE PLAN
F1.1 FIRE ALARM PLAN
F5.1 FIRE ALARM DETAIL
PLUMBING
PO.1 PLUMBING SYMBOLS, AND ABBREVIATIONS
P1.0 PLUMBING SITE PLAN
P1.1 PLUMBING DOMESTIC WATER PLAN
P1.2 PLUMBING DWV PLAN
P2.1 PLUMBING ROOF PLAN
P3.1 PLUMBING RISER DIAGRAMS
P3.2 SLAB ROUGH-IN PLAN
P4.1 PLUMBING DETAILS
P4.2 PLUMBING DETAILS
P5.1 PLUMBING SCHEDULE
A A A A
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A Professional Corporation
3801 Kirby Dr., Suite 600
Houston, Texas 77098

tel: 713 664 7974
fax: 713 664 9756

.‘.“llll lln““'

1 v 3 4 5
* S G
CODE ANALYSIS LIFE SAFETY PLAN LEGEND
APPLICABLE CODES* INTERIOR FINISHES IBC 2012 TABLE 803.9 146 TD 75CP PATH OF EXIT TRAVEL WITH DISTANCES FROM SELECTED REMOTE
< 777777 o g LOCATIONS TO NEAREST EXIT. INCLUDES; TOTAL TRAVEL
JURISDICTION oY COUNTY STATE DISTANCE (TD) AND COMMON PATH OF TRAVEL(CP).
MAXIMUM FLAME SPREAD CLASS WALLS/CEILINGS REMARKS
CODE ENFORCEMENT NASHVILLE DAVIDSON TENNESSEE | }Vbb—-r-v- 1 'NDICATES START OF CP & TD
ZONING NASHVILLE DAVIDSON TENNESSEE EXIT PASSAGEWAYS B TABLE 803.9 _ _ @ __ INDICATESEND OF CP
CODE TITLE EDITION AMENDMENTS REMARKS COORIDORS B TABLE 803.9 { NDICATES POINT OF EXIT
BUILDING INTERNATIONAL BUILDING CODE 2012 LOCAL ROOMS AND ENCLOSED SPACES ¢ TABLE 8039
FIRE INTERNATIONAL FIRE CODE 2012 LOCAL
MECHANICAL INTERNATIONAL MECHANICAL CODE 2012
PLUMBING FIXTURE COUNT IPC 2012 TABLE 403.1 123B EXIT LOCATION (DOOR NUMBER)
ELECTRICAL NATIONAL ELECTRICAL CODE 2011 LOCAL
PLUMBING INTERNATIONAL PLUMBING CODE 2012 TOTAL STORE OCCUPANT LOAD 100 MEN 50 WOMEN 50 REMARKS
LANDSCAPE LOCAL LANDSCAPE ORDINANCE YES FIXTURE TYPE FACTOR PER OCCUPANT REQUIRED PROVIDED | REQUIRED |PROVIDED o : 10 LB 2108 FIRE EXTINGUISHER
ENERGY INTERNATIONAL ENERGY CONSERVATION CODE 2012 WATER CLOSET 75 1 1 1 ) E.
SIGNAGE LOCAL SIGNAGE ORDINANCE YES URINALS 50% MAY BE URINAL N/A N/A N/A N/A orc, 108 K GUARD FIRE EXTINGUISHER
ADA 2010 ADA 2012 AVATORIES 200 1 1 1 1
HEALTH LOCAL HEALTH REQUIREMENTS YES
UNISEX TOILET (REQUIRED IF 6 OR N/A _
MORE WC ARE REQUIRED) 0 EX EXIT SIGN
SERVICE SINKS 1 REQUIRED 1
USE AND OCCUPANCY CLASSIFICATION IBC 2012 SECTION 303 DRINKING FOUNTAINS EXEMPT SECTION 1043
USE GROUP CONSTRUCTION TYPE FIRE PROTECTION MIXED USE AREA (SF) 1, PERFORM WORK IN COMPLIANCE WITH ALL APPLICABLE ACCESSIBILITY, FEDERAL, STATE AND LOCAL CODES AND ORDINANCES. NOTIFY ARCHITECT
303 TABLE 601 903.2.1.2 SECTION 508 y AL DISCREPANCIES FOR CLARIFICATION.
MAJOR OCCUPANCY A-2 3. COORDINATE ALL TRADES PRIOR TO CONSTRUCTION TO ENSURE PROPER SEQUENCING OF THE WORK.
CLASSIFICATION ASSEMBLY 2 VB REQUIRED 3,746 4. VERIFY ALL EXISTING CONDITIONS PRIOR TO BIDDING, FABRICATION AND CONSTRUCTION. NOTIFY ARCHITECT OF ANY DISCREPANCIES FOR
NONSEPARATED OCC. CLARIFICATION.
ACTUAL BUILDING AREA 3,746 5. DO NOT SCALE DRAWINGS. NOTIFY ARCHITECT OF ANY DIMENSIONAL DISCREPANCIES FOR CLARIFICATION.
6.  DIMENSIONS UNLESS NOTED OTHERWISE:
MIXED USE ASSEMBLY, STORAGE, BUSINESS TO FACE OF WOOD STUD, CONCRETE OR MASONRY WORK: TO CENTERLINE OF COLUMNS OR OTHER GRID PPOINTS TO CENTERLINE FRAMES
WINDOW AND DOOR OPENINGS; TO FINISH FACES OF CLEAR WIDTHS.
7. VERIFY SIZE, CHARACTERISTICS, AND REQUIRED CLEARANCES OF ALL EQUIPMENT TO BE FURNISHED WITH MANUFACTURERS OR SUPPLIERS PRIOR
TO CONSTRUCTION. NOTIFY ARCHITECT OF ANY DISCREPANCIES FOR CLARIFICATION.
GENERAL BUILDING SUMMARY (FIRE SPRINKLER SYSTEM PROVIDED) IBC 2012 TABLE 503 8. PROVIDE BLOCKING AND GROUNDS AS SPECIFIED FOR BUILT-IN AND SURFACE MOUNTED ITEMS PRIOR TO APPLYING WALL-SURFACING MATERIALS.
LOCATIONS SHALL BE COORDINATED WITH THE WORK OF OTHER TRADES.
ALLOWABLE HEIGHT LIMITATION 1 STORY, 40' ALLOWABLE AREA LIMITATION 6,000
ALLOWABLE HEIGHT INCREASE (SPRINKLER SYS.) 1 STORY, 20' ALLOWABLE AREA 200%
OTHER N/A ALLOWABLE AREA INCREASE (SEPERATION N/A
( ) WAITING AREA: 224 SF FIXED SEATING
TOTAL ALLOWABLE HEIGHT 60" TOTAL ALLOWABLE AREA 12,000
ACTUAL HEIGHT (IN STORIES) 1 STORY, 21'-0" ACTUAL BUILDING AREA 3,746
ASSEMBLY WITH FIXED SEATS: 1,140 SF FIRE RISER: 25 SF
FIRE RESISTANCE RATINGS IBC 2012 TABLE 601
BUILDING ELEMENT RATING (HOURS) DESIGN NO. REMARKS STORAGE: 708 SF KITCHENS, COMMERCIAL: 885 SF
STRUCTURAL FRAME 0 TABLE 601
BEARING WALLS: EXTERIOR 0 TABLE 601 BUSINESS: 59 SF RESTROOMS: 202 SF
BEARING WALLS: INTERIOR 0 TABLE 601
NONBEARING WALLS: EXTERIOR 0 TABLE 602 NOT A CUSTOMER EXIT
NONBEARING WALLS: INTERIOR 0 TABLE 601 [T ————————==—=—========2 [Tmmmm—m—— === "
ANOPY ABOVE —————# |
FLOOR CONSTRUCTION 0 CANO 0 | CANOPYABOVE
ROOF CONSTRUCTION 0 | | :
CORRIDORS 0 TABLE10184 | S e ! | = .;F=H:=
OPEN EGRESS STAIRS N/A T T T T T I =
| | — | DRIVE
FIRE RESISTANCE RAITINGS FOR EXTERIOR WALLS BASED ON SEPARATION DISTANCE IBC 2012 TABLE 602 | L N :-"' )
O ‘H | = I‘
| ) T i - | 1167 |
MINIMUM FIRE RESISTANCE RATING MINIMUM FIRE SEPARATION ACTUAL FIRE SEPARATION L e e e L e e e ; -
0 X230 X230 | F— C | )
I v
|
OCCUPANT LOAD IBC2012  [TABLE 1004.1.2 | vEThAD | R
RIVE-THRU | I
| AREA#3 A ‘ | ‘
| 78 5 4 3 2 1 S0 | PR R
OCCUPANCY AREA (SF) FACTOR LOAD (OCCUPANTS) REMARKS | L___] | | e S
' ST RS
STORAGE 708 300 SF 3 I : 00‘0,0,0‘0‘0‘0, <>
BUSINESS 59 100 SF 1 l . ‘0‘0‘0‘0‘0‘0‘0‘
| r- - - - - T - - T | ! 0000‘0
COMMERCIAL KITCHEN 886 200 SF 5 = DINING ‘ ! 5
ACTUAL 35 ! = ROOM SN | &ﬁo
COOLER
FLEX SEATING : 16 17 | — -CP: 33 rz‘v“,‘
" 41 4 LINEAR INCHES OF SEATIN AKX
FIXED SEATING 24" PER PERSON % CHES OF SEATING : ‘ : CSKEKS R
WAITING 224 15 SF 15 224 SF | 8 | | “0‘0
' I 819 N OIS
RESTROOMS 202 ONET | e A (07 FEZg I
g = (= i
TOTAL 2140 100 I -
' I 0 2 |— — i
r— = =7 ? i (J
FFICE Wl
| BEER i
: I 2 23 i
MEANS OF EGRESS IBC 2012 CHAPTER 10 | 10 CP: 42
| 11 — — |
FACTOR (INCHES PER I
EGRESS WIDTH OCC(UPANT) REQUIRED (INCHES) PROVIDED (INCHES) REMARKS I o 2 2%
| |
DOORS, RAMPS, COORIDORS 0.2 20 150 1005.1 I b %
L 26 27 e — _ PN E?
I 12 | s S
EXIT ACCESS REQUIREMENTS MINIMUM UNITS PROVIDED UNITS REMARKS I ) gwx\w\“ ‘
| h
MINIMUM NUMBER OF EXITS 2 3 1015.1 I i x\\\
|
44 1018.2 |
MINIMUM CORRIDOR WIDTH (INCHES) 44 | B () (3 o ‘ '
STORE MINIMUM EXIT SEPARATION (FEET) 32 41 1015.2.1 : I 1 ENTRY | D C: 56
MAXIMUM LENGTH OF EXIT ACCESS TRAVEL (FEET) 250 <250 1016.2 | 100A
MAXIMUM DEAD ENDS: (FEET) 20 <20 1028.9.5 | I 32 33 3 35
MAXIMUM COMMON PATH OF EGRESS TRAVEL (FEET) IN B OCCUPANCY 100 <75 1014.3 : 15
MAXIMUM COMMON PATH OF EGRESS TRAVEL (FEET) IN A OCCUPANCY 30 <30 1028.8 I o O
|
| |
| (N
| |
e e e e e e e e e e e e o o e - - o - - - —— — —— — - R — |
NOT A CUSTOMER EXIT
3/16" = 1'-0"
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This document, together with the concepts and designs presented herein, as an instrument of service, is intended only for the specific purpose and client for which it was prepared. Reuse of and improper reliance on this document without written authorization and adaptation by Kimley-Horn and Associates, Inc. shall be without liability to Kimley-Horn and Associates, Inc.

Know what's helow.
Call before you dig.

NOT FOR

CONSTRUCTION

PROJECT NARRATIVE:
SHEET INDEX
THE SCOPE OF THIS PROJECT IS TO CONSTRUCT A PROTOTYPICAL WHATABURGER RESTAURANT AT 5055 OLD HICKORY
BOULEVARD IN HERMITAGE, DAVIDSON COUNTY, TENNESSEE. THE OVERALL SITE IS APPROXIMATELY 1.52+ ACRES IN SIZE. >
THE PROJECT WILL CONSIST OF THE DEMOLITION OF THE EXISTING BUILDING AND CONSTRUCTION OF THE NEW BUILDING ~ SHEET NUMBER SHEET TITLE
ALONG WITH THE ASSOCIATED PARKING, UTILITY CONNECTIONS, AND GRADING AND DRAINAGE DESIGN. x o100 CVIL COVER SHEET
Ll
NOI: = G2-00 TOPOGRAPHIC SURVEY (BY OTHERS)
THIS PROJECT WILL BE COVERED UNDER A NPDES CONSTRUCTION GENERAL PERMIT ISSUED BY THE TENNESSEE C1-00 DEMOLITION PLAN
DEPARTMENT OF ENVIRONMENT AND CONSERVATION. NPDES TRACKING NUMBER: TNR244686
A SWPPP AND NOI HAVE BEEN SUBMITTED AND WILL BE APPROVED FOR THIS PROJECT BEFORE CONSTRUCTION BEGINS. €2-00 SITE PLAN
C2-01 INTERSECTION SIGHT DISTANCE EXHIBIT
C2-02 HORIZONTAL CONTROL PLAN
NOTES:
- C2-03 CONCRETE JOINT LAYOUT PLAN
1. ATTENTION IS DRAWN TO THE FACT THAT THE SCALE OF THESE DRAWINGS MAY HAVE BEEN DISTORTED DURING THE
REPRODUCTION PROCESS. THIS DOCUMENT, TOGETHER WITH THE CONCEPTS AND DESIGNS PRESENTED HEREIN, AS AN C3-00 GRADING AND DRAINAGE PLAN
INSTRUMENT OF SERVICE, IS INTENDED ONLY FOR THE SPECIFIC PURPOSE AND CLIENT FOR WHICH IT WAS PREPARED. C4-00 UTILITY PLAN
REUSE OF AND IMPROPER RELIANCE ON THIS DOCUMENT WITHOUT WRITTEN AUTHORIZATION AND ADAPTATION FROM
KIMLEY-HORN AND ASSOCIATES, INC. SHALL BE WITHOUT LIABILITY TO KIMLEY-HORN AND ASSOCIATES, INC. C5-00 EROSION & SEDIMENT CONTROL PLAN PHASE 1
2. IF ANY CONFLICTS, DISCREPANCIES, OR ANY OTHER UNSATISFACTORY CONDITIONS ARE DISCOVERED, EITHER ON THE
CONSTRUCTION DOCUMENTS OR FIELD CONDITION, THE CONTRACTOR MUST NOTIFY THE ENGINEER IMMEDIATELY AND C5-01 EROSION & SEDIMENT CONTROL PLAN PHASE 2
SHALL NOT COMMENCE FURTHER OPERATIONS UNTIL THE CONFLICTS, DISCREPANCIES, OR OTHER UNSATISFACTORY -
CONDITIONS ARE RESGLVED, C5-02 EROSION & SEDIMENT CONTROL DETAILS
3. THE APPROVAL OF THESE PLANS AND THE ISSUANCE OF THIS LAND DISTURBANCE PERMIT DOES NOT IN ANY WAY C6-00 CONSTRUCTION DETAILS = T
SUGGEST THAT ALL OTHER REQUIREMENTS FOR THE LEGAL OR APPROPRIATE OPERATIONS FOR THIS ACTIVITY, WHICH — o)
MAY REQUIRE ADDITIONAL PERMITTING, HAVE BEEN MET. THE ONUS IS ON THE OWNER/BUILDER/DEVELOPER TO C6-01 CONSTRUCTION DETAILS 93|l K5
DISCOVER WHAT ADDITIONAL PERMITTING OR APPROVALS MAY BE NECESSARY TO OPERATE FROM THIS POINT IN AN o0 CONSTRUCTION DETAILS =R=JINE=1k"
APPROPRIATE AND LEGAL MANNER. PLAN APPROVAL OR PERMIT ISSUANCE DOES NOT ABSOLVE THE APPLICANT FROM i &3 QIELY] = | » >
COMPLYING WITH ALL APPLICABLE LAWS, STANDARDS, OR OTHER PERMITS WHICH MAY BE REQUIRED FOR THIS C6-03 CONSTRUCTION DETAILS o 9 = S olxz|2
PROJECT. = o
VICINITY MAP D1-10 STORMWATER MANAGEMENT - CONVEYANCE é = Sy |&|E %
. <
PUD AND SITE DATA SCALE: NOTTO SCALE D1-20 STORMWATER MANAGEMENT - PRE WATER QUALITY SIE gz
D1-21 STORMWATER MANAGEMENT - POST WATER QUALITY
PUD INFORMATION D1-30 STORMWATER MANAGEMENT - DETENTION
PUD NAME HICKORY VILLAGE COMMERCIAL PUD I—
PUD NUMBER eyl L0-00 TREE PRESERVATION PLAN
TOTAL AREA (PUD BOUNDARY) 21.56 AC L1-00 LANDSCAPE PLAN LIJ
ZONING COMMERCIAL PUD - BASE ZONING SCR — S LANDSCAPE PLAN I I I
PROPERTY INFORMATION:
SITE LOCATION: 5055 OLD HICKORY BLVD L2-00 LANDSCAPE DETAILS I
OWNER OF RECORD: APPALACHIAN LAND & LEASING CO., LLC IR1-00 IRRIGATION PLAN
601 MAIN ST, STE 102
HAZARD, KY 41701 PROJ ECT DESIGN TEAM IR1-01 IRRIGATION DETAILS (D
PLAN PREPARATION DATE: 10/28/2020
DESIGN PROFESSIONAL: LINDSEY HEARON, P.E. m
%55&5'32'-/?5 QQ’%SSTE 600 WHATABURGER RESTAURANTS, LLC KIMLEY-HORN AND ASSOCIATES, INC. CASTLES DESIGN GROUP, PC YOUNG - HOBBS AND ASSOCIATES I | I
PHONE: (901) 334-5323 300 CONCORD PLAZA 6750 POPLAR AVENUE SUITE 600 3801 KIRBY DRIVE, SUITE 600 1202 CROSSLAND AVENUE
CASE NUMBER 69-83P-004 SAN ANTONIO, TX 78216 MEMPHIS, TN 38138 HOUSTON, TX 77098 CLARKSVILLE, TN 37040 >
PHONE: (210) 476-6181 PHONE: (901) 374-9109 PHONE: (713) 664-7974 PHONE: (931) 645-2524 O
LOT COVERAGE: . . . CONTACT: KENNETH BAU
GROSS STE AREA 66,202+ SF (1.52+ AC) CONTACT: CLINT SAAVEDRA, PMP CONTACT: LINDSEY HEARON, P.E. CONTACT: ALEXANDER FAZZINO, AIA
PROPOSED IMPERVIOUS AREA 41,904+ SF (0.96+ AC) ( )
PROPOSED PERVIOUS AREA 24,298+ SF (0.56+ AC)
PERMITTING / UTILITY CONTACTS !
PARKING DATA: —
MIN. REQUIRED PARKING 38 STALLS (1 PER 100 SF) >
ADA PARKING PROVIDED 2 STALLS
TOTAL PARKING PROVIDED 48 STALLS WATER ELECTRIC GAS TELEPHONE —
METRO WATER SERVICES NASHVILLE ELECTRIC SERVICE PIEDMONT NATURAL GAS COMPANY AT&T O
§8m:mg: SCR (SHOPPING CENTER REGIONAL) DEVELOPMENT SERVICES 1214 CHURCH STREET 83 CENTURY BOULEVARD PHONE: (605) 506-1492
WITH PUD OVERLAY 800 2ND AVENUE SOUTH NASHVILLE, TN 37246 NASHVILLE, TN 37214 CONTACT: KELLY KEAGLE
EXISTING USE RESTAURANT, FULL-SERVICE NASHVILLE, TN 37210 PHONE: (615) 747-3293 PHONE: (615) 405-6353
PROPOSEDUSE = NORTH RESTAURANT, FAST-FOOD PHONE: (615) 862-7225 CONTACT: CRAIG WOOSLEY CONTACT: STEVE JARED L
SURROUNDING ZONING (WEST) SCR WITH PUD OVERLAY CONTACT: HAL BALTHROP, P.E. >_ %
SURROUNDING ZONING (EAST) SCR WITH PUD OVERLAY ul
SURROUNDING ZONING (SOUTH) RS7.5 (SINGLE FAMILY RESIDENTIAL) PLANNING DEPARTMENT BUILDING DEPARTMENT STORMWATER FIRE PREVENTION D : >
METROPOLITAN NASHVILLE / DAVIDSON DEPARTMENT OF CODES & BUILDING SAFETY METRO WATER SERVICES FIRE PREVENTION OFFICE N E
% 2751 SF COUNTY PLANNING DEPARTMENT PLANS EXAMINATION DIVISION STORMWATER DEVELOPMENT REVIEW 63 HERMITAGE AVENUE O Y —
NUMBER OF STORIES Y 800 2ND AVENUE SOUTH 800 2ND AVENUE SOUTH 800 2ND AVENUE SOUTH NASHVILLE, TN 37210 LL]
HEIGHT TBD NASHVILLE, TN 37210 NASHVILLE, TN 37210 NASHVILLE, TN 37210 PHONE: (615) 862-6242 x m LIJ
FRONT SETBACK (OLD HICKORY & JUAREZ) 15 FEET PHONE: (615) 502-0830 PHONE: (615) 862-6614 PHONE: (615) 862-6038 CONTACT: MELANIE HUTCHISON v O
SIDE SETBACK 15 FEET CONTACT: AMELIA LEWIS, AICP CONTACT: WADE HILL CONTACT: LOGAN BOWMAN ( ) < o _
FLOOD INFORMATION — : Lo m ﬁ
FEMA MAP NUMBER: 47037C0278H E
EFFECTIVE DATE: APRIL 5, 2017 HEALTH DEPARTMENT I - a a E
BY SCALED MAP LOCATION AND GRAPHIC PLOTTING ONLY, THIS PROPERTY LIES
WITHIN FLOOD ZONE "X," AS DESIGNATED ON CURRENT FEDERAL METRO PUBLIC HEALTH DEPARTMENT D EE o
EMERGENCY MANAGEMENT AGENCY MAP NO. 47037C0278H, WITH AN FOOD PROTECTION SERVICES 06 o < =
EFFECTIVE DATE OF APRIL 5, 2017, WHICH MAKES UP A PART OF THE 2500 CHARLOTTE AVENUE | m |_ o
NATIONAL FLOOD INSURANCE ADMINISTRATION REPORT; COMMUNITY NO. NASHVILLE, TN 37209 Y 2
470040, PANEL NO. 0278, SUFFIX H, WHICH IS THE CURRENT FLOOD PHONE: (615) 340-5620 D o <
INSURANCE RATE MAP FOR THE COMMUNITY IN WHICH SAID PREMISES IS AN
SITUATED. SAID MAP DEFINES ZONE "X" UNDER "OTHER AREAS" AS AREAS CONTACT: STEVE CROSIER > 1
DETERMINED TO BE OUTSIDE THE 0.2% ANNUAL CHANCE FLOODPLAIN. O ;
—I w
O
=m
PERMIT SET Z S
o
T

SHEET NUMBER

G1-00




CURVE ARC LENGTH RADIUS DELTA ANGLE CHORD BEARING CHORD LENGTH 2
' . . 2
- " 1 o ] " -] ¥, " L] ‘“
SURVEYOR'S CERTIFICATION: LAND DESCRIPTION: AS LAND DESCRIPTION: AS SURVEYED. C1M 171.04 1809.86 5°024'52 S 39°16'09" E 170.97 2’ Z
-
' C1R 171.16' 1809.86" 5°25'27" S42°31'35"E 171.10' >
To: WHATABURGER RESTAURANTS LLC. AND CHICAGO TITLE RECORDED. LAND IN DAVIDSON COUNTY, TENNESSEE, BEING LOT NO. 1, ON THE PLAN OF FINAL SUBDIVISION PLAT FOR THE Know what's below- oM YRZE 3000 104°285T" S 15°3340" W A7 a0 5
INSURANCE COMPANY . RESUBDIVISION OF THE LOWE'S HOME CENTERS TRACT, AS SHOWN ON PLAT OF RECORD IN PLAT BOOK 7900, PAGE 54. : o1 : i
368, REVISED IN BOOK 7900, PAGE 433, IN THE REGISTER'S OFFICE FOR DAVIDSON COUNTY, TENNESSEE, AND MAY Ca I I before you dig. C2R 54.57' 30.00' 104°13'01" S 12°17'29" W 47.35'
LAND IN DAVIDSON COUNTY, TENNESSEE, BEING LOT NO. 1, ON THE BE MORE PARTICULARLY DESCRIBED AS FOLLOWS:
THIS IS TO CERTIFY THAT THIS MAP OR PLAT AND THE SURVEY PLAN OF FINAL SUBDIVISION PLAT FOR THE RESUBDIVISION OF THE ' C3M 180.12' 415.74' 24°49'23" S 80°03'29" W 178.71'
ON WHICH IT IS BASED WERE MADE IN ACCORDANCE WITH THE LOWE'S HOME CENTERS TRACT, AS SHOWN ON PLAT OF RECORD IN BEGINNING AT A 5/8" IRON PIN FOUND IN THE SOUTHWEST RIGHT OF WAY LINE OF OLD HICKORY BOULEVARD, SAID C3R 180.05' 415.74' 24°48'51" S 76°48'24" W 178.65'
2016 MINIMUM STANDARD DETAIL REQUIREMENTS FOR PLAT BOOK 7900, PAGE 368, REVISED IN BOOK 7900, PAGE 433, IN THE IRON PIN BEING LOCATED AT THE RIGHT OF WAY LINE INTERSECTION WITH JUAREZ ROAD: THENCE WITH SAID RIGHT
ALTA/NSPS LAND TITLE SURVEYS, JOINTLY ESTABLISHED AND REGISTER'S OFFICE FOR DAVIDSON COUNTY, TENNESSEE, TO WHICH OF WAY LINE INTERSECTION WITH A CURVE TURNING TO THE RIGHT WITH AN ARC LENGTH OF 54.71 FEET WITH A
ADOPTED BY ALTA AND NSPS, AND INCLUDES ITEMS 1, 2, 3, 4, 5, PLAT REFERENCE IS HEREBY MADE FOR A MORE PARTICULAR RADIUS OF 30.00 FEET WITH A CHORD BEARING OF S 15°33'40" W, WITH A CHORD LENGTH OF 47.44 FEET TO A 5/8" LINE | BEARING DISTANCE PARKING:
6(a), 7(a), 7(b)(1), 7(c), 8, 9, 10(a), 11, 13, 14, 16, 17, 18, AND 19 OF DESCRIPTION. IRON PIN FOUND; THENCE WITH THE NORTH RIGHT OF WAY LINE OF SAID JUAREZ ROAD, AS FOLLOWS: WITH A L1M N 02°44'01" E 38.34' .
TABLE A THEREOF. THE FIELD WORK WAS COMPLETED ON COMPOUND CURVE TURNING TO THE RIGHT WITH AN ARC LENGTH OF 180.12 FEET WITH A RADIUS OF 415.74 FEET (1R N 00°30'19" W 38.08
AUGUST 18, 2020. WITH A CHORD BEARING OF S 80°03'29" W, WITH A CHORD LENGTH OF 178.71 FEET TO A 5/8" IRON PIN FOUND; : REGULAR: 99
THENCE N 87°11'30" W A DISTANCE OF 94.87 FEET TO A 5/8" IRON PIN FOUND; THENCE LEAVING SAID RIGHT OF WAY HANDICAP: 3
DATE OF PLAT OR MAP: AUGUST 27, 2020. LINE WITH LOT 2, RECORDED IN PLAT BOOK 7900, PAGE 433, AS FOLLOWS: N 02°44'01" E A DISTANCE OF 38.34 FEET TO TOTAL: 102 YOUNG - HOBBS
A 5/8" IRON PIN FOUND; THENCE N 41°51'00" W A DISTANCE OF 131.90 FEET TO A 5/8" IRON PIN FOUND; THENCE N .
48°07'54" E A DISTANCE OF 239.98 FEET TO A 5/8" IRON PIN FOUND IN THE SOUTHWEST RIGHT OF WAY LINE OF SAID SITE ADD RESS . AND
OLD HICKORY BOULEVARD; THENCE WITH SAID SOUTHWEST RIGHT OF WAY LINE, AS FOLLOWS: S 41°49'50" E A ASSOCIATES
10/28 DISTANCE OF 124.08 FEET TO A 1/2" IRON PIN FOUND; THENCE WITH A CURVE TURNING TO THE RIGHT WITH AN ARC 5055 OLD HICKORY BLVD
/ - LENGTH OF 171.04 FEET WITH A RADIUS OF 1809.86 FEET WITH A CHORD BEARING OF S 39°16'09" E, WITH A CHORD HERMITAGE TN 37076
KENNETH A. BAU, RLS 2019 DATI LENGTH OF 170.97 FEET TO THE POINT OF BEGINNING, HAVING AN AREA OF 66202 SQUARE FEET, 1.520 ACRES, MORE & ‘ 1202 CROSSLAND AVE
kenny@younghobbs.com ORLESS. OLD HICKORY BOULEVARD & CLARKSVILLE. TN 37040
210' RIW /
Q PHONE 931-645-2524
462.53 461,71 460,73 % 459.71 458,65 457.62 s 455,30 454,08 452,94 451, 450,65 449,47 44819 z
\ aes e 472 46367 46316 2 — — S 5290 » e > 2183 2 _ b 44683 § 2 446,02 44499 | FAX 931-645-2768
- \ X 46275 46131 x X 4584 X 457,42 Q. - - } A52 ~ - Q 8 = e
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@ REMOVE EXISTING TREE OR STRUCTURE a
REMOVE EXISTING BUILDING, STRUCTURAL WALLS
OR BUILDING PAD
REMOVE EXISTING ASPHALT PAVEMENT
REMOVE EXISTING CONCRETE PAVEMENT
— A AAA4/ REMOVE EXISTING UTILITY LINE OR PAVEMENT MARKING
ANNANNANA~ REMOVE EXISTING CURB OR SCREEN WALL 2
— i — PROPERTY LINE (%
>
1
o
KEYNOTE INDEX
—
—_— —_— —
25.0' PROP. PUBLIC \\448 = REMOVE CONCRETE CURB TO FULL DEPTH
— < ~ UTILITESAND
~<BRAINAGEESMT /N, BEGIN / END REMOVAL OF SCREEN WALL / CONCRETE CURB AND / k
PB¥900 PG 433~/ 449 GUTTER AT THIS POINT W
~_ .
REMOVE ASPHALT PAVEMENT TO FULL DEPTH 2
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REMOVE CONCRETE PAVEMENT TO FULL DEPTH

VICINITY MAP

SCALE: NOT TO SCALE

SAW-CUT FULL DEPTH EXISTING ASPHALT PAVEMENT SECTION /
CONCRETE CURB ALONG THIS LINE AND REMOVE

REMOVE SCREEN WALL AND ALL APPURTENANCES

REMOVE TREE

GENERAL DEMOLITION NOTES

REMOVE LIGHT POLE AND CONCRETE BASE

REMOVE SIGN POLE AND CONCRETE BASE

RELOCATE SPEED LIMIT SITE - CONTRACTOR TO COORDINATE WITH
AHJ FOR RELOCATION

REMOVE AND RELOCATE FIRE HYDRANT

REMOVE TRENCH DRAIN AND ASSOCIATED PIPING

REMOVE DUMPSTER ENCLOSURE

DEMOLISH BUILDING - INCLUDES FOUNDATION AND PERIMETER
CONCRETE SIDEWALK

REMOVE WATER LINE

REMOVE UNDERGROUND ELECTRIC LINE

REMOVE GAS LINE

REMOVE SANITARY SEWER LINE

REMOVE SANITARY SEWER STRUCTURE AND ASSOCIATED PIPING

DEMOLISH HEADWALL - REFER TO GRADING AND DRAINAGE PLAN

REMOVE AND RELOCATE POWER POLE AND COORDINATE WITH
NASHVILLE ELECTRIC SERVICES

REMOVE STORM DRAINAGE INLET

REMOVE STORM DRAINAGE PIPING

1.

10.

WITHIN THE SUBJECT PROPERTY, THE INTENT IS TO HAVE A CLEAN
AND CLEAR SITE, FREE OF ALL EXISTING ITEMS NOTED TO BE
REMOVED IN ORDER TO PERMIT THE CONSTRUCTION OF THE NEW
PROJECT.

ALL SEDIMENT AND EROSION CONTROLS SHALL BE IN PLACE PRIOR
TO START OF DEMOLITION AND CLEARING AND GRUBBING
OPERATIONS. EROSION CONTROL MEASURES SHALL CONFORM TO
THE STANDARDS OF THE TENNESSEE DEPARTMENT OF
ENVIRONMENTAL CONSERVATION (TDEC).

REMOVE AND DISPOSE OF ANY SIDEWALKS, FENCES, STAIRS,
WALLS, RETAINING WALLS, DEBRIS AND RUBBISH REQUIRING
REMOVAL FROM THE WORK AREA IN AN APPROVED OFF SITE
LANDFILL.

THE CONTRACTOR SHALL SECURE ALL PERMITS FOR DEMOLITION
AND DISPOSAL OF DEMOLITION MATERIAL TO BE REMOVED FROM
THE SITE. THE CONTRACTOR SHALL POST BONDS AND PAY PERMIT
FEES AS REQUIRED.

THE CONTRACTOR SHALL PREPARE ALL DOCUMENTS AS REQUIRED
PRIOR TO DEMOLITION.

THE PLANS MAY NOT REFLECT ALL UTILITIES ON THE SITE OR
SURROUNDING STREETS AND PROPERTIES. THE CONTRACTOR
SHALL VERIFY LOCATIONS AND EXISTENCE OF UTILITY SERVICES
PRIOR TO CONSTRUCTION. THE CONTRACTOR SHALL CALL
TENNESSEE ONE CALL AND HAVE UTILITY LOCATIONS COMPLETED
PRIOR TO CONSTRUCTION.

FOR ALL ITEMS NOTED TO BE REMOVED - REMOVE NOT ONLY THE
ABOVE GROUND ELEMENTS, BUT ALL UNDERGROUND ELEMENTS
AS WELL INCLUDING BUT NOT NECESSARILY LIMITED TO:
FOUNDATIONS, GRAVEL FILLS, TREE ROOTS, OLD PIPES, ETC.
BACK FILL ALL EXCAVATIONS RESULTING FROM THE DEMOLITION
WORK TO MEET THE REQUIREMENTS FOR FILL OUTLINED IN THE
GEOTECHNICAL REPORT.

THE CONTRACTOR SHALL PROTECT ALL IRON PINS, MONUMENTS
AND PROPERTY CORNERS DURING DEMOLITION. ANY
CONTRACTOR DISTURBED PINS, MONUMENTS, ETC. SHALL BE
RESET BY A LICENSED LAND SURVEYOR AT THE EXPENSE OF THE
CONTRACTOR.

THE CONTRACTOR SHALL RESTORE ANY UTILITY STRUCTURE,
PIPES, PAVEMENT, CURBS, SIDEWALKS OR LANDSCAPED AREAS

Kimley»Horn

© 2020 KIMLEY-HORN AND ASSOCIATES, INC.
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DISTURBED DURING DEMOLITION WHICH WERE NOT IDENTIFIED
FOR DEMOLITION TO THEIR ORIGINAL CONDITION TO THE
REMOVE PAVEMENT MARKING SATISFACTION OF THE OWNER.

11. NO CONDUIT OR PIPE GREATER THAN OR EQUAL TO 4 INCH
DIAMETER WILL BE ABANDONED IN PLACE. ALL CONDUIT LESS
THAN 4 INCHES SHALL BE REMOVED OR FILLED WITH FLOWABLE
FILL AND CAPPED.

12. THE CONTRACTOR SHALL CONTROL DUST LEAVING THE SITE
DURING DEMOLITION AND CONSTRUCTION. ALL STREETS SHALL BE
KEPT CLEAR AND FREE OF DIRT AND DEBRIS.

13. THE CONTRACTOR SHALL VERIFY EXISTING DATA AND REPORT
ANY DISCREPANCIES TO THE PROJECT MANAGER.

14. THE CONTRACTOR SHALL PROTECT SURROUNDING BUILDING
UTILITY SERVICES DURING CONSTRUCTION AND COORDINATE ALL
SERVICE IMPACTS WITH OWNER.

15. THE CONTRACTOR SHALL EXERCISE CAUTION WITH ALL
EXCAVATIONS AND BE PREPARED FOR SOFT DIG PROCEDURES
WHERE UTILITY CONFLICTS EXIST.

16. THIS DEMOLITION PLAN IS INTENDED TO AID THE CONTRACTOR
DURING THE BIDDING AND CONSTRUCTION PROCESS AND IS NOT
INTENDED TO DEPICT EACH AND EVERY ELEMENT OF DEMOLITION.
THE CONTRACTOR IS RESPONSIBLE FOR IDENTIFYING THE
DETAILED SCOPE OF DEMOLITION AND FOR THE DEMOLITION,
REMOVAL, OR RELOCATION OF ITEMS IN CONFLICT WITH THE
PROPOSED CONSTRUCTION.
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IF ANY CONFLICTS, DISCREPANCIES, OR ANY OTHER UNSATISFACTORY
CONDITIONS ARE DISCOVERED, EITHER ON THE CONSTRUCTION
DOCUMENTS OR FIELD CONDITIONS, THE CONTRACTOR MUST NOTIFY
THE ENGINEER IMMEDIATELY AND SHALL NOT COMMENCE FURTHER
OPERATION UNTIL THE CONFLICTS, DISCREPANCIES, OR OTHER
UNSATISFACTORY CONDITIONS ARE RESOLVED.
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PN L] | CONSTRUCITON OPERATION. ST
13. ALL STREET SURFACES, DRIVEWAYS, CULVERTS, CURB AND
29) ] | GUTTERS, ROADSIDE DRAINAGE DITCHES, AND OTHER z|lhle |k
O N /‘@ | Rreo y PUD AND SITE DATA STRUCTURES THAT ARE DISTURBED OR DAMAGED IN ANY MANNER — 2 x
(19) i / . Y \ AS A RESULT OF CONSTRUCTION SHALL BE REPLACED OR 09 Q3
! e : 4 o ) | o SErARCONACCOMCE T e SEOPTON e || |58 w S 2
f Food | f / 2 PUD NAME HICKORY VILLAGE COMMERCIAL PUD : SEY x >
I / N PUD NUMBER 60,830 STATE AND LOCAL GOVERNMENT AGENCY SPECIFICATIONS. 3= @ |
e p— L B | EPYLGO) / TOTAL AREA (PUD BOUNDARY) o1 56 AC 15. STANDARD/HEAVY DUTY PAVEMENT AND CONCRETE SECTIONS <© 0o D >|Q
=Tl A ZONING COMMERCIAL PUD - BASE ZONING SCR SHALL FOLLOW THE RECOMMENDATIONS OF THE GEOTECHNICAL Tz Nw|G|2]5
e — ' REPORT PREPARED BY , DATED : X I |o || W
: 18.0' 1157 S | 115] PROPERTY INFORMATION: 16. BUILDING SETBACKS SHALL BE PER THE METRO ZONING CODE. Q181535
| o/ ! ) I - : 17. ALL DEVELOPMENT WITHIN THE BOUNDARIES OF THIS PLAN MEETS
\_/ R15.0° N SITE LOCATION: 5085 OLD HICKORY BLVD THE REQUIREMENTS OF THE AMERICANS WITH DISABILITIES ACT
: | OWNER OF RECORD: APPALACHIAN LAND & LEASING CO., LLC
? NN R3.0 R7.0 AN 601 MAIN ST. STE 102 ’ AND THE FAIR HOUSING ACT. ADA: http://www.ada.gov/
: L] &) HAZARD. KY 41701 18. METRO WATER SERVICES SHALL BE PROVIDED SUFFICIENT AND
l 7 ‘ | PLAN PREPARATION DATE: 10/28/2030 UNENCUMBERED INGRESS AND EGRESS AT ALL TIMES IN ORDER TO
. 1 e MAINTAIN, REPAIR, REPLACE, AND INSPECT ANY STORMWATER
@) | DESIGN PROFESSIONAL: LINDSEY HEARON, P.E. FACILITIES WITHIN THE PROPERTY
vl KIMLEY-HORN AND ASSOCIATES, INC. '
29.6 6750 POPLAR AVE, STE 600
I MEMPHIS, TN 38138
E PHONE: (901) 334-5323
CASE NUMBER: 69-83P-004
< | | LEGEND Z
a R6.0' LOT COVERAGE: <
_ | O @_\ GROSS SITE AREA 66,202+ SF (1.52+ AC)
) X TYP. ‘ PROPOSED IMPERVIOUS AREA 41,904+ SF (0.96+ AC) PROPOSED BUILDING I
o= PROPOSED PERVIOUS AREA 24,298+ SF (0.56+ AC)
0 v 18.4' ) PROPOSED FAR: 0.06 D_
> - : /| e PROPOSED STANDARD DUTY ASPHALT PAVEMENT
x o I PARKING DATA:
O« ] 1| o 1 | o ) | [1] 3.7 820 MIN. REQUIRED PARKING 38 STALLS (1 PER 100 SF) PROPOSED HEAVY DUTY ASPHALT PAVEMENT I I I
X | . = | —= 19O 25.0' 8.5 30.0' : 18.0' "2 ' ADA PARKING PROVIDED 2 STALLS
O ! TOTAL PARKING PROVIDED 48 STALLS I_
T | PROPOSED HEAVY DUTY CONCRETE PAVEMENT
I
0 18.0 30 —ggmmg SCR (SHOPPING CENTER REGIONAL) PROPOSED PAVEMENT AND SHOULDER COURSE (D
®) P WITH PUD OVERLAY PER METROPOLITAN STD DWG NO ST.255
9.0’ \\y \_/ EXISTING USE RESTAURANT, FULL-SERVICE
T(TYP.) RA.O | PROPOSED USE RESTAURANT, FAST-FOOD = == = = PROPERTYLINE
SURROUNDING ZONING (NORTH) SCR WITH PUD OVERLAY
I | SURROUNDING ZONING (WEST) SCR WITH PUD OVERLAY — —— —— — REQUIRED BUILDING SETBACK
SURROUNDING ZONING (EAST) SCR WITH PUD OVERLAY
I . 25.0' @ SURROUNDING ZONING (SOUTH) RS7.5 (SINGLE FAMILY RESIDENTIAL) o BUIDING OVERHANG
BUILDING DATA
FLOOR AREA 3,751 SF ®© ®© ® ® ® ® ® ADAACCESSIBLE ROUTE
/—@ R5.0 /_@ 7 - NUMBER OF STORIES 1
— - ™ ' R10.0 | HEIGHT TBD : , BLOCK WALL m
\ 7/ N\ : FRONT SETBACK (OLD HICKORY & JUAREZ) 15 FEET )
| | ~ASPHALT~ SIDE SETBACK 15 FEET >_ %)
18.0' Ll
FLOOD INFORMATION m Z
I FEMA MAP NUMBER: 47037C0278H N z
— EFFECTIVE DATE: APRIL 5, 2017 NOTE '|-'_J
1] BY SCALED MAP LOCATION AND GRAPHIC PLOTTING ONLY, THIS PROPERTY LIES O | | | m
) \_. WITHIN FLOOD ZONE "X," AS DESIGNATED ON CURRENT FEDERAL EMERGENCY
(30) 11.9' (19 MANAGEMENT AGENCY MAP NO. 47037C0278H, WITH AN EFFECTIVE DATE OF THE FINAL SITE PLAN / BUILDING PERMIT SITE PLAN SHALL DEPICT THE >£ m LL]
5.3 e | APRIL 5, 2017, WHICH MAKES UP A PART OF THE NATIONAL FLOOD INSURANCE REQUIRED PUBLIC SIDEWALKS, ANY REQUIRED GRASS STRIP OR
— o — —— —_— — o — — — " —— " — — " — —— — — ) ADMINISTRATION REPORT; COMMUNITY NO. 470040, PANEL NO. 0278, SUFFIX H, FRONTAGE ZONE, AND THE LOCATION OF ALL EXISTING AND PROPOSED < > < e (D
@_/ \_@ WHICH IS THE CURRENT FLOOD INSURANCE RATE MAP FOR THE COMMUNITY VERTICAL OBSTRUCTIONS WITHIN THE REQUIRED SIDEWALK AND @) Y b
I IN WHICH SAID PREMISES IS SITUATED. SAID MAP DEFINES ZONE "X" UNDER GRASS STRIP OR FRONTAGE ZONE. PRIOR TO THE ISSUANCE OF USE — L n
"OTHER AREAS" AS AREAS DETERMINED TO BE OUTSIDE THE 0.2% ANNUAL AND OCCUPANCY PERMITS, EXISTING VERTICAL OBSTRUCTIONS SHALL D E
I CHANCE FLOODPLAIN. BE RELOCATED OUTSIDE OF THE REQUIRED SIDEWALK. VERTICAL I 0 D 2
OBSTRUCTIONS ARE ONLY PERMITTED WITHIN THE REQUIRED GRASS D) uw m =
STRIP OR FRONTAGE ZONE. a4 o
D % E < z
a
| L d
vz
O 0O« <C
L =,
=m
<
PERMIT SET =
Z =
o
~— w
I
Know what's helow. NOT FOR , CRAPHIC SCALEIN FEET SHEET NUMBER
Call before you dig.  |©°™STRYCTION | C2-00
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Know what's helow.

Call before you dig.
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SCALE: NOT TO SCALE
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Know what's helow.
Call before you dig.
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This document, together with the concepts and designs presented herein, as an instrument of service, is intended only for the specific purpose and client for which it was prepared. Reuse of and improper reliance on this document without written authorization and adaptation by Kimley-Horn and Associates, Inc. shall be without liability to Kimley-Horn and Associates, Inc.
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GRADING PLAN LEGEND

SPOT ELEVATION
281.93 HP  HIGH POINT LP  LOWPOINT
TC  TOP OF CURB BC  BOTTOM OF CURB / GUTTER LINE
TG  TOP OF GRADE AT WALL BG  BOTTOM OF GRADE AT EXPOSED WALL
INV. INVERT RIM  TOP OF GRATE / COVER
~ 500  EXISTING CONTOUR

—500— PROPOSED CONTOUR

— e == = PROPERTY LINE

REQUIRED BUILDING SETBACK

— BUILDING OVERHANG / CANOPY

’/
)
A\ T40LF OF

£~ 18" RCP @ 5.00%
Q @ (] =7 — S— -/ ~
‘ a—. = T \
‘ ~— \4 \
4 BIORETENTION OCS 77 92 _
48" DIAMETER PEDESTAL INLET - ~

=
v ‘ —
WEIR ELEVATION 454.66'

. b \ !
GABION BASKET FOREBAY MATERIAL N C\Ii \ 4
— \ 2%,

—

i

7 N

VICINITY MAP

SCALE: NOT TO SCALE

GENERAL GRADING NOTES

o s

10.

11.

12.

A MINIMUM OF 24 HOURS PRIOR TO BEGINNING CONSTRUCTION,
THE CONTRACTOR SHALL NOTIFY THE METROPOLITAN PUBLIC
WORKS DEPARTMENT.

ALL NEWLY CUT OR FILLED AREAS, LACKING ADEQUATE
VEGETATION, SHALL BE SEEDED, MULCHED, FERTILIZED AND/OR
SODDED AS REQUIRED TO EFFECTIVELY CONTROL SOIL EROSION.
THE LOCATION OF EXISTING UNDERGROUND UTILITIES ARE
APPROXIMATE AND NOT NECESSARILY ALL OF SAME. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING THE UTILITY
COMPANIES WHICH MAINTAIN A UTILITY LINE WITHIN THE
BOUNDARIES OF THE PROJECT PRIOR TO THE INITIATION OF ANY
CONSTRUCTION ON THE PROJECT OR IN THE STREETS BORDERING
THE PROJECT. THE CONTRACTOR SHALL ALSO ASSUME FULL
RESPONSIBILITY FOR DAMAGE TO ANY UTILITIES ENCOUNTERED
WITHIN CONSTRUCTION PERIMETERS, WHETHER SHOWN ON THE
CONSTRUCTION PLANS OR NOT, DURING THE WORK ON THE
PROJECT.

CONTRACTOR SHALL MAINTAIN ACCESS TO ALL PROPERTIES.

ALL FILL SOILS SHALL BE COMPACTED TO A MINIMUM OF 95% OF
STANDARD PROCTOR DENSITY (ASTM D-698) WITHIN 3% OF
OPTIMUM MOISTURE CONTENT IN LIFTS NOT TO EXCEED SIX (6)
INCHES OF COMPACTED THICKNESS.

ALL CONSTRUCTION MATERIALS AND PROCEDURES SHALL MEET
OR EXCEED THE REQUIREMENTS OF THE METROPOLITAN
NASHVILLE AND DAVIDSON COUNTY STANDARD CONSTRUCTION
SPECIFICATIONS.

PROPERTY LINES SHALL BE FIELD VERIFIED PRIOR TO
CONSTRUCTION. GRADING, CLEARING AND THE ERECTION OF
REMOVAL OF FENCES ALONG PROPERTY LINES SHALL BE FULLY
COORDINATED WITH ADJACENT PROPERTY OWNERS.

VERIFY SITE CONDITIONS PRIOR TO CONSTRUCTION. NOTIFY THE
METROPOLITAN PUBLIC WORKS DEPARTMENT AND THE PROJECT
ENGINEER OF ANY VARIATIONS PRIOR TO COMMENCEMENT OF
WORK.

ALL GRADING WORK SHALL BE PERFORMED IN SUCH A MANNER
THAT ADJACENT PROPERTIES ARE NOT DAMAGED OR ADVERSELY
AFFECTED.

LOT DRAINAGE: FINISH GRADE SHALL BE SLOPED AWAY FROM THE
FOUNDATION FOR DRAINAGE. THE FINISH GRADE MUST BEGIN AT
LEAST 12-INCHES BELOW THE TOP OF THE FOUNDATION WALL OR
THE GRADE OF THE CONCRETE SLAB AT THE INTERIOR IN THE CASE
OF AN INTEGRAL SLAB AND FOUNDATION. THE MINIMUM GRADE
AWAY FROM THE FOUNDATION SHALL BE TWO PERCENT (2%) IN ALL
DIRECTIONS. THE DRIVEWAY SHALL BE SLOPED DOWN AT TWO
PERCENT (2%) FOR AT LEAST EIGHT FEET FROM THE STRUCTURE.
ANY EXCAVATION, FILL, OR DISTURBANCE OF THE EXISTING
GROUND ELEVATION MUST BE DONE IN ACCORDANCE WITH STORM
WATE RMANAGEMENT ORDINANCE NO. 78-840 AND APPROVED BY
THE METROPOLITAN DEPARTMENT OF WATER SERVICES.

METRO WATER SERVICES SHALL BE PROVIDED SUFFICIENT AND
UNENCUMBERED INGRESS AND EGRESS AT ALL TIMES IN ORDER TO
MAINTAIN, REPAIR, REPLACE, AND INSPECT ANY STORMWATER
FACILITIES WITHIN THE PROPERTY.

GENERAL NOTES
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w2 / / / / é / S INV OUT: 445.30 REFER TO BIORETENTION DETAIL %
A S REFER TO DETAIL S /)
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= / \\ — n " o "
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10.

CRITICAL SPOT GRADES ARE TO PAVEMENT GRADE UNLESS
OTHERWISE NOTED.

CONTRACTOR SHALL CONSTRUCT ALL SIDEWALKS AND
CROSSWALKS WITH A 2.0% MAXIMUM CROSS SLOPE AND A 5.0%
MAXIMUM RUNNING SLOPE, UNLESS NOTED AS A RAMP. GRADES
WITHIN ADA HANDICAP PARKING AREAS NOT TO EXCEED A 2%
MAXIMUM SLOPE IN ANY DIRECTION.

CONTRACTOR SHALL TAKE FIELD SLOPE MEASUREMENTS ON
FINISHED SUBGRADE AND FORM BOARDS PRIOR TO PLACING
PAVEMENT TO VERIFY THAT ADA SLOPE REQUIREMENTS ARE
PROVIDED. CONTRACTOR SHALL CONTACT ENGINEER PRIOR TO
PAVING IF ANY EXCESSIVE SLOPES ARE ENCOUNTERED. NO
CONTRACTOR CHANGE ORDERS WILL BE ACCEPTED FOR ADA
SLOPE COMPLIANCE ISSUES.

ALL ROOF DRAIN PIPING SHALL BE PVC UNLESS OTHERWISE NOTED.
ALL ROOF DRAIN CLEANOUTS IN PAVED AREAS SHALL HAVE A
BRASS CAP SET FLUSH WITH THE PROPOSED GRADE.

ALL PIPE LENGTHS SPECIFIED IN THESE PLANS ARE THE
HORIZONTAL DISTANCE AND ARE SHOWN FOR REFERENCE ONLY IT
IS THE RESPONSIBILITY OF THE CONTRACTOR TO DETERMINE
ACTUAL LENGTHS BASED ON PROPOSED PIPE SLOPE. PIPE
LENGTHS IN PLANS ARE MEASURED FROM CENTER OF STRUCTURE
TO CENTER OF STRUCTURE UNLESS OTHERWISE NOTED.
CONTRACTOR TO FIELD VERIFY EXISTING INVERT FOR SANITARY
SEWER AND STORM DRAINAGE SERVICE CONNECTIONS PRIOR TO
CONSTRUCTION. CONTRACTOR SHALL NOTIFY ENGINEER OF
DISCREPANCY PRIOR TO PROCEEDING.

NO GRADED SLOPE SHALL EXCEED 3H:1V.

ALL WALLS GREATER THAN 30" IN HEIGHT SHALL BE DESIGNED AND
PERMITTED BY AN ENGINEER LICENSED IN THE STATE OF
TENNESSEE.

ALL WALLS GREATER THAN 30" IN HEIGHT SHALL HAVE FALL
PROTECTION THROUGH FENCING OR HANDRAIL AT A MINIMUM OF
42" TALL.
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STA: 1+50.30, 0.00

EX-MH-01 DROP CONSTRUCTION
STA: 2+57.72, 0.00
RIM: 456.50

INV IN: 45/0.58 6" PVC

26 LF OF
6" PVC @ 1.00%

CO-04

STA: 2+31.88, 0.00

RIM: 461.05

INV IN: 450.84 6" PVC
INV OUT: 450.84 6" PVC

[ ]

N

2+00

82 LF OF
C @ 1.00%

B

B-01

STA: 0+00, 0.00

RIM: 462.00

INV OUT: 456.00 6" PVC

B-02
STA: 0+69.47, 23.13RT

RIM: 457.27
INV OUT: 456.70 6" PVC
1’5\

CO-01
STA: 0+07, 0.00

RIM: 461.95
/INV IN: 455.93 6" PVC

@ INV OUT: 455.93 6" PVC
ﬁ M
® N T UGE
A MH-01
STA: 0+29.17, 0.00
22 LF OF RIM: 461.30
. 6" PVC @ 2.00% INV IN: 455.49 6" PVC

INV IN: 452.87 6" PVC

HIESE

7 LF OF

6"PVC @ 1.00% |

UGE 5 \

LBl

/ / INV OUT: 452,87 6" PVC
AN
SS

Y%
DUMPSTER DRAIN

CO-03
81 LF OF

RIM: 461.43 6" PVC @ 1.00%

INV IN: 451.66 6" PVC
INV OUT: 451.66 6" PVC
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CONSTRUCTION
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23LF OF =
1400 6"PVC @ 0.74%

CO-02 6" PVC @

STA: 0+45.30, 0.00
L—RIM: 461.06

INV IN: 452.71 6" PVC

hd ST
f | N
'L/

| oo
S T oS

MH-02

— :0’/

24 LF OF
6" PVC @ 1.00%

INV OUT: 452.71 6" PVC

C

STA: 0+69.47, 0.00
RIM: 461.35
INV IN: 452.47 6" PVC
INV IN: 456.53 6" PVC

INV OUT: 452.47 6" PVC

Y

RIM: 457.17

INV OUT: 453.82 6" PVC
5LF OF
6" PVC @ 1.00%
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FRANCHISE UTILITY NOTES

THE GAS, ELECTRIC, AND TELEPHONE INFORMATION SHOWN ON
THIS PLAN IS BASED UPON THE LATEST INFORMATION AVAILABLE
FROM THE RESPECTIVE FRANCHISE UTILITY COMPANIES. IT IS
INTENDED FOR THE PURPOSES OF GENERAL BIDDING AND BASIC
CLARITY. SPECIFIC JOB SITE CONDITIONS SHALL BE FIELD VERIFIED
PER NOTES 2 THROUGH 4 BELOW. THE FRANCHISE UTILITY
CONTRACTOR ASSUMES ALL RESPONSIBILITY FOR SAID FIELD
CONDITIONS AND ASSOCIATED REVISIONS REQUIRED BY THE
RESPECTIVE UTILITY COMPANIES INVOLVED.

THE FRANCHISE UTILITY CONTRACTOR SHALL CONTACT THE
RESPECTIVE FRANCHISE UTILITY COMPANIES, VERIFY ALL
REQUIREMENTS AND EQUIPMENT, AND FURNISH AND INSTALL,
INCLUDING BUT NOT LIMITED TO, ALL METERS, TRANSFORMERS,
CONDUIT, CONCRETE PADS, TRENCHING, AND BACKFILL NECESSARY
FOR PROPER INSTALLATION. FRANCHISE UTILITY CONTRACTOR
SHALL ALSO PAY ALL FEES AND CHARGES INCURRED AND
COORDINATE WITH OTHER FRANCHISE UTILITY COMPANIES.

THE FRANCHISE UTILITY CONTRACTOR SHALL FIELD VERIFY, IN THE
PRESENCE OF THE RESPECTIVE UTILITY COMPANY
REPRESENTATIVES, THE LOCATION OF ALL EXISTING AND
PROPOSED UTILITY SERVICES AND EQUIPMENT. THE FRANCHISE
UTILITY CONTRACTOR SHALL INCLUDE IN HIS BID SUFFICIENT FUNDS
TO COVER ALL COSTS REQUIRED BY UTILITY COMPANIES TO
PROVIDE NEW SERVICES AND/OR UPGRADE EXISTING SERVICES. NO
ALLOWANCES WILL BE MADE FOR FRANCHISE UTILITY
CONTRACTOR'S UNFAMILIARITY WITH THE EXISTING CONDITION,
REQUIREMENTS OF THE NEW CONDITIONS, AND/OR FAILURE TO
COORDINATE INSTALLATION.

CONTRACTOR SHALL VERIFY THAT METER AND TRANSFORMER
LOCATIONS SHOWN MEET DESIGN CRITERIA BY FRANCHISE UTILITY
COMPANIES FOR, BUT NOT LIMITED TO, THE OFFSET DISTANCE
FROM FACE OF BUILDING.

7 N

VICINITY MAP

SCALE: NOT TO SCALE

KEYNOTE INDEX

TYPICAL CONSTRUCTION NOTES

PROPOSED 4" DOMESTIC WATER LINE

PROPOSED 6" FIRE WATER LINE

PROPOSED 90° BEND

PROPOSED 45° BEND

PROPOSED 22.5° BEND

PROPOSED TEE

RELOCATED FIRE HYDRANT

PROPOSED FIRE DEPARTMENT CONNECTION

PROPOSED DOUBLE CHECK VALVE BACKFLOW PREVENTER

PROPOSED WATER LINE TO TIE INTO EXISTING WATER METER

PROPOSED UNDERGROUND ELECTRIC LINE

PROPOSED TRANSFORMER LOCATION

RELOCATED POWER POLE AND GUY WIRE. CONTRACTOR TO
COORDINATE WITH LOCAL UTILITY AGENCY FOR FINAL LOCATION

PROPOSED GREASE TRAP

PROPOSED DOMESTIC WATER BUILDING CONNECTION

SIONCHOHGHONIONOICNOIGIOICHONONC,

PROPOSED FIRE WATER BUILDING CONNECTION

(= )

464

CO-01

STA: 0+07

RIM: 461.95

INV IN: 455.93
INV OUT: 455.93

BLDG CONNECTION
STA: 0+00

RIM: 462.00

INV OUT: 456.00

STA: 0+29.17
RIM: 461.30

INV IN: 455.49
INV IN: 452.87
INV OUT: 452.87

(

|

/MH-O1 (DROP CONSTRUCTION)

|

(

460

7LF OF

6" PVC @ 1.00%
456 X

—_—

\

22 LF OF
6" PVC @ 2.00%

I

CO-02
2}2\: 0+45.30
M: 461.06

NV IN: 452.71
INV IN: 456.53
INV OUT: 452.47

STA: 0+69.47
RIM: 461.35
INV IN: 452.47

INV OUT: 452.71
MH-02

/I

_

,— GREASE
TRAP

6"PVC @ 1.009,

452
3LF OF
6" PVC @ 1.00%
9LF OF
6" PVC @ 1.00%

5LF OF
6" PVC @ 1.00%

448

1.00%

C0O-03

STA: 1+50.30
RIM: 461.43

INV IN: 451.66
INV OUT: 451.66

PROPOSED GROUND \

—

18" STORM CROSSING

6"PVC

1.00%

—

7 \
EXISTING GROUND ~

~

464

STA: 2+31.88
RIM: 461.05

INV IN: 450.84
INV OUT: 450.84

CO-04

460

/\'—|

INV IN: 450.58

STA: 2+57.72
RIM: 456.50

/
EX-MH-01

456

452

6"Pvc 1.00%

0

448

0

10.

11.

12.

13.

LOCATION OF EXISTING UNDERGROUND UTILITIES ARE
APPROXIMATE AND ARE NOT NECESSARILY ALL OF SAME. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING THE
APPROPRIATE UTILITY COMPANY TO DETERMINE THE EXACT
LOCATION OF ALL UTILITIES AND/OR UNDERGROUND STRUCTURES
PRIOR TO THE INITIATION OF ANY CONSTRUCTION. CONTRACTOR
SHALL ALSO ASSUME FULL RESPONSIBILITY FOR DAMAGE TO ANY
UTILITIES ENCOUNTERED WITHIN CONSTRUCTION PERIMETERS.
CONTRACTOR SHALL ENSURE UNINTERRUPTED SEWER SERVICE
ON EXISTING SEWER AND SERVICE CONNECTIONS BY PROVIDING
AMPLE TEMPORARY WASTEWATER PUMPING AND/OR BYPASSING.
CONTRACTOR SHALL MAINTAIN ACCESS TO ALL PROPERTIES.
CONTRACTOR SHALL NOTIFY THE METROPOLITAN PUBLIC WORKS
DEPARTMENT A MINIMUM OF 24 HOURS PRIOR TO BEGINNING ANY
CONSTRUCTION.

ALL AREAS IN CUT OR FILL WHERE VEGETATION HAS BEEN
REMOVED SHALL BE SEEDED, MULCHED, FERTILIZED, AND/OR
SODDED AS REQUIRED TO PREVENT EROSION.

THE CONTRACTOR SHALL VERIFY EXISTING DATA AND REPORT ANY
SIGNIFICANT DISCREPANCIES TO THE ENGINEER.

ALL SANITARY SEWER TO BE CONSTRUCTED AS PER
METROPOLITAN NASHVILLE AND DAVIDSON COUNTY STANDARD
SPECIFICATIONS.

ALL SEWER MANHOLE LIDS IN OPEN AREAS ARE TO BE
CONSTRUCTED 1.5' ABOVE PROPOSED GRADE. IN BACKYARDS,
MANHOLE LIDS ARE TO BE 1.5' ABOVE INITIAL GRADE, 0.5' ABOVE
FINAL GRADE.

ALL SANITARY SEWER, INCLUDING SERVICE CONNECTIONS, WHICH
HAS LESS THAN 1.5' CLEARANCE (OUTSIDE OF PIPES) WITH
DRAINAGE OR IN FILLED AREAS SHALL BE CLASS 50 DUCTILE IRON
PIPE (DIP) OR CONCRETE ENCASED, 10" MINIMUM BOTH SIDES OF
CROSSING. ALL DIP SHALL BE POLYETHYLENE LINED OR SHALL BE
TREATED WITH PROTECTO 401 OR APPROVED EQUIVALENT.
METROPOLITAN NASHVILLE AND DAVIDSON COUNTY SHALL HAVE
INGRESS/EGRESS RIGHTS TO USE PRIVATE DRIVES AND YARDS
FOR THE PURPOSE OF MAINTAINING ALL PUBLIC SEWER LINES AND
SHALL BEAR NO RESPONSIBILITY FOR THE MAINTENANCE OF SAID
PRIVATE DRIVES AND YARDS.

NO TREES, SHRUBS, PERMANENT STRUCTURES, OR OTHER
UTILITIES (EXCEPT FOR CROSSINGS) WILL BE ALLOWED WITHIN
SANITARY SEWER EASEMENT. NO OTHER UTILITIES OR SERVICES
MAY OCCUPY SANITARY SEWER EASEMENTS IN PRIVATE DRIVES
AND YARDS EXCEPT FOR CROSSINGS.

ALL SANITARY SEWER MANHOLES IN REVERSE CROWN STREETS,
ALLEYS, OR DRIVES (PUBLIC OR PRIVATE) SHALL BE PROVIDED
WITH GASKETS AND PLUGS FOR PICK HOLES TO PREVENT
DRAINAGE INFLOW INTO SEWER SYSTEM.

THE CONTRACTOR SHALL PROVIDE ADEQUATE AND EFFECTIVE
EROSION CONTROL AS NECESSARY TO PREVENT ANY SILTATION
INTO EXISTING DRAINAGE SYSTEM AND/OR ADJACENT PROPERTIES.

GENERAL UTILITY NOTES

10.

11.

12.

13.

14.

15.

16.

17.

ALL CONSTRUCTION TO BE IN ACCORDANCE WITH THE LATEST
METROPOLITAN NASHVILLE AND DAVIDSON COUNTY AND UTILITY
COMPANY STANDARDS AND SPECIFICATIONS FOR WATER AND
SEWER SYSTEMS.

SHOULD ANY UNCHARTED OR INCORRECTLY CHARTED UTILITIES BE
ENCOUNTERED, THE CONTRACTOR SHALL CONTACT THE OWNER
IMMEDIATELY FOR DIRECTIONS.

CONTRACTOR SHALL COORDINATE ANY INTERRUPTION OF UTILITY
SERVICE WITH OWNER AND UTILITY COMPANY.

THE CONTRACTOR IS RESPONSIBLE FOR THE LOCATION AND
PROTECTION OF ALL EXISTING UTILITIES DURING CONSTRUCTION. AT
LEAST 48 HOURS PRIOR TO ANY DEMOLITION, GRADING, OR
CONSTRUCTION ACTIVITY THE CONTRACTOR SHALL NOTIFY THE
APPROPRIATE UTILITY OWNERS FOR PROPER IDENTIFICATION OF
EXISTING UTILITIES WITHIN THE PROJECT SITE.

ANY PLANNED INTERRUPTION OF UTILITY SERVICE SHALL BE GIVEN A
48 HOUR NOTICE TO THE UTILITY COMPANY AND THE OWNER.
CONTRACTOR SHALL SAW CUT, REMOVE, AND REPLACE ASPHALT
PAVEMENT AS NECESSARY TO INSTALL UNDERGROUND ELECTRIC,
TELEPHONE, SEWER, WATER, AND COMMUNICATION CONDUITS.

ALL ELECTRICAL WORK SHALL BE DONE IN ACCORDANCE WITH
NASHVILLE ELECTRIC SERVICES.

CONTRACTOR SHALL COORDINATE THE INSTALLATION OF
ELECTRICAL AND TELEPHONE SERVICE WITH APPROPRIATE LOCAL
UTILITY.

18" OF CLEARANCE TO BE MAINTAINED BETWEEN STORM, SANITARY,
AND ALL UTILITIES.

ALL PROPOSED UTILITIES ARE TO BE INSTALLED UNDERGROUND,
INCLUDING ELECTRIC AND TELEPHONE.

CROSS CONNECTION CONTROL AND BACKFLOW PREVENTION SHALL
BE IN ACCORDANCE WITH THE UNIFORM STATEWIDE BUILDING CODE.
CONTRACTOR SHALL COORDINATE WITH METRO WATER SERVICES
FOR THE INSTALLATION OF WATER METERS.

CONTRACTOR SHALL REFERENCE BUILDING PLANS FOR UTILITY
CONNECTIONS INSIDE BUILDING.

ALL FITTINGS AND BENDS ON 1.5" WATER LINES AND LARGER SHALL
BE RESTRAINED WITH THRUST RESTRAINTS IN ACCORDANCE WITH
MANUFACTURERS RECOMMENDATIONS.

METROPOLITAN NASHVILLE AND DAVIDSON COUNTY SHALL HAVE
INGRESS/EGRESS RIGHTS TO USE PRIVATE DRIVES AND YARDS FOR
THE PURPOSE OF MAINTAINING ALL PUBLIC SEWER LINES AND SHALL
BEAR NO RESPONSIBILITY FOR THE MAINTENANCE OF SAID PRIVATE
DRIVES AND YARDS.

THE REQUIRED FIRE FLOR SHALL BE DETERMINED BY THE
METROPOLITAN FIRE MARSHAL'S OFFICE, PRIOR TO THE ISSUANCE
OF A BUILDING PERMIT.

METRO WATER SERVICES SHALL BE PROVIDED SUFFICIENT AND
UNENCUMBERED INGRESS AND EGRESS AT ALL TIMES IN ORDER TO
MAINTAIN, REPAIR, REPLACE, AND INSPECT ANY STORMWATER
FACILITIES WITHIN THE PROPERTY.
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EROSION CONTROL LEGEND

SILT FENCE

RIP-RAP

*—o CONSTRUCTION SIGN

INLET PROTECTION

STONE FILTER RING - CLASS A

CONCRETE WASHOUT AREA

CONSTRUCTION EXIT

LIMITS OF DISTURBANCE
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EROSION CONTROL NOTES

10.

1.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.
22.

23.

24,

25.

26.

27.

28.

29.

30.

A MINIMUM OF 24 HOURS PRIOR TO BEGINNING CONSTRUCTION, THE CONTRACTOR SHALL
NOTIFY THE METROPOLITAN NASHVILLE AND DAVIDSON COUNTY CONSTRUCTION INSPECTION
OFFICE.

ALL NEWLY CUT OR FILLED AREA, LACKING ADEQUATE VEGETATION, SHALL BE SEEDED,
MULCHED, FERTILIZED, AND/OR SODDED AS REQUIRED TO EFFECTIVELY CONTROL SOIL
EROSION.

CONTRACTOR SHALL MAINTAIN ACCESS TO ALL PROPERTIES.

ALL FILL SOILS SHALL BE COMPACTED TO A MINIMUM OF 95% OF STANDARD PROCTOR DENSITY
(ASTM D-698) WITHIN 3% OF OPTIMUM MOISTURE CONTENT IN LIFTS NOT TO EXCEED SIX
INCHES OF COMPACTED THICKNESS.

ALL CONSTRUCTION MATERIALS AND PROCEDURES SHALL MEET OR EXCEED THE
REQUIREMENTS OF THE METROPOLITAN NASHVILLE AND DAVIDSON COUNTY STANDARD
CONSTRUCTION SPECIFICATIONS.

PROPERTY LINES SHALL BE FIELD VERIFIED PRIOR TO CONSTRUCTION. GRADING, CLEARING,
AND THE ERECTION OR REMOVAL OF FENCES ALONG PROPERTY LINES SHALL BE FULLY
COORDINATED WITH ADJACENT PROPERTY OWNERS.

VERIFY SITE CONDITIONS PRIOR TO CONSTRUCTION. NOTIFY THE METROPOLITAN NASHVILLE
AND DAVIDSON COUNTY CONSTRUCTION INSPECTION OFFICE ENGINEER OF ANY VARIATIONS
PRIOR TO COMMENCEMENT OF WORK.

ALL GRADING WORK SHALL BE PERFORMED IN SUCH A MANNER THAT ADJACENT PROPERTIES
ARE NOT DAMAGED OR ADVERSELY AFFECTED.

LOT DRAINAGE: FINISH GRADE SHALL BE SLOPED AWAY FROM THE FOUNDATION FOR
DRAINAGE. THE FINISH GRADE MUST BE AT LEAST 12 INCHES BELOW THE TOP OF THE
FOUNDATION WALL OR THE GRADE OF THE CONCRETE SLAB AT THE INTERIOR IN THE CASE OF
AN INTEGRAL SLAB AND FOUNDATION.

THE CONTRACTOR SHALL PROVIDE ADEQUATE AND EFFECTIVE EROSION CONTROL AS
NECESSARY TO PREVENT ANY SILTATION INTO EXISTING DRAINAGE SYSTEM AND/OR
ADJACENT PROPERTIES.

ALL EROSION CONTROL MEASURES MUST BE INSTALLED PRIOR TO COMMENCEMENT OF
GRADING OPERATIONS AND BE MAINTAINED UNTIL ALL DISTURBED AREAS ON THE SITE HAVE
BEEN RESTORED.

ALL TEMPORARY EROSION CONTROL INSTALLATIONS SHALL REMAIN IN PLACE AND BE
MAINTAINED IN GOOD CONDITIONS BY THE CONTRACTOR UNTIL THE SITE HAS BEEN
RE-VEGETATED, AT WHICH TIME IT SHALL BE REMOVED. FOR PROPOSED PAVED SURFACE
AREAS, THE CONTRACTOR MAY REMOVE NECESSARY SILT FENCE TO CONSTRUCT ROADWAYS,
WHILE MAINTAINING ADEQUATE EROSION CONTROL IN ADJACENT AREAS.

THE CONTRACTOR SHALL SCHEDULE SITE GRADING, UTILITY INSTALLATION AND ROADWAY
CONSTRUCTION SO THAT THE GENERAL SITE CAN BE MULCHED AND RE-SEEDED SOON AFTER
DISTURBANCE. ALL DISTURBED AREAS SHALL BE SEEDED AND MULCHED WITHIN 14 DAYS
AFTER COMPLETION OF FINAL GRADING OR AFTER 14 DAYS OF GRADING INACTIVITY.
INSPECTIONS MUST BE PERFORMED BY AN EROSION PREVENTION AND SEDIMENT CONTROL
(EPSC) LEVEL | CERTIFIED PERSONNEL. ALL CONTROL MEASURES SHALL BE CHECKED, AND
REPAIRED AS NECESSARY, TWICE WEEKLY AT LEAST 72 HOURS APART AND IN DRY PERIODS
AND WITHIN 24 HOURS AFTER ANY RAINFALL OF 0.5 INCHES WITHIN A 24 HOUR PERIOD. DURING
PROLONGED RAINFALL DAILY CHECKING AND REPAIRING IS NECESSARY. THE PERMITTEE
SHALL MAINTAIN RECORDS OF CHECKS AND REPAIRS. A RAIN GAUGE MUST BE MAINTAINED AT
THE CONSTRUCTION SITE.

SEDIMENT DEPOSITS SHOULD BE REMOVED AFTER EACH STORM EVENT. THEY MUST BE
REMOVED WHEN DEPOSITS REACH APPROXIMATELY ONE HALF THE HEIGHT OF THE BARRIER.
FABRIC SHOULD BE REPLACED PROMPTLY WHEN IT DECOMPOSES OR BECOMES INEFFECTIVE.
ANY SEDIMENT REMAINING AFTER THE SILT FENCE OR FILTER FABRIC IS NO LONGER NEEDED
SHALL BE DRESSED TO CONFORM WITH THE EXISTING GRADE, PREPARED AND SEEDED WITH
THE APPROPRIATE SEED MIX, AS DIRECTED BY THE ENGINEER.

SILT FENCE SHALL BE REMOVED WHEN IT HAS SERVED ITS USEFUL PURPOSE, BUT NOT
BEFORE THE UPWARD SLOPING AREA HAS BEEN PERMANENTLY STABILIZED.

IT IS THE CONTRACTOR'S RESPONSIBILITY TO INSURE THAT ALL REQUIRED PERMITS HAVE
BEEN OBTAINED PRIOR TO BEGINNING ANY CONSTRUCTION OR OTHER ACTIVITY ON THE SITE.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING SOIL EROSION CONTROL
MEASURES AS NOTED ON THE PLANS AND AS REQUESTED BY THE OWNER DURING
CONSTRUCTION. THE CONTRACTOR SHALL ALSO BE RESPONSIBLE FOR SATISFYING THE
REQUIREMENTS OF THE STATE OF TENNESSEE DEPARTMENT OF ENVIRONMENT AND
CONSERVATION (TDEC) AS SET FORTH IN THE TENNESSEE EROSION & SEDIMENT CONTROL
HANDBOOK 4TH EDITION. ALL SOIL EROSION CONTROL MEASURES SHALL BE MAINTAINED
THROUGHOUT THE DURATION OF THE CONTROL SO AS TO PREVENT ANY SEDIMENT FROM
WASHING OFF THE SITE ONTO ADJACENT PROPERTY OR PUBLIC RIGHTS-OF-WAY. THE
CONTRACTOR SHALL MAINTAIN A LOG OF ALL MAINTENANCE ACTIVITIES FOR THE EROSION
CONTROL ELEMENTS AS REQUIRED BY TDEC.

A COPY OF THIS PLAN MUST BE AVAILABLE ON SITE.

EROSION AND SEDIMENT CONTROL MEASURES MUST BE IN PLACE AND FUNCTIONAL BEFORE
EARTH MOVING OPERATIONS BEGIN, AND MUST BE CONSTRUCTED AND MAINTAINED
THROUGHOUT THE CONSTRUCTION PERIOD. TEMPORARY MEASURES MAY BE REMOVED AT
THE BEGINNING OF THE WORK DAY BUT MUST BE REPLACED AT THE END OF THE WORK DAY.
THE INTENT OF THE EROSION AND SEDIMENT CONTROL PLAN IS TO MINIMIZE THE RELEASE OF
STORM WATER POLLUTANTS TO DOWNSTREAM PROPERTIES AND DRAINAGE SYSTEMS.

ALL DISTURBED AREAS ARE TO DRAIN TO APPROVED SEDIMENT CONTROL MEASURES AT ALL
TIMES DURING LAND DISTURBING ACTIVITIES.

CONSTRUCTION WILL BE SEQUENCED SO THAT GRADING OPERATIONS CAN BEGIN AND END AS
QUICKLY AS POSSIBLE.

AREAS WHICH ARE NOT TO BE DISTURBED WILL BE CLEARLY MARKED BY FENCING, FLAGS,
SIGNS, ETC.

DURING CONSTRUCTION OF THE PROJECT, SOIL STOCKPILES SHALL BE STABILIZED OR
PROTECTED WITH SEDIMENT TRAPPING MEASURES. THE APPLICANT IS RESPONSIBLE FOR THE
TEMPORARY PROTECTION AND PERMANENT STABILIZATION OF ALL SOIL STOCKPILES ON SITE
AS WELL AS SOIL INTENTIONALLY TRANSPORTED FROM THE PROJECT SITE.

ALL STORM SEWER INLETS THAT ARE TO BE USED FOR DRAINAGE DURING CONSTRUCTION
SHALL BE PROTECTED SO THAT SEDIMENT-LADEN WATER CANNOT ENTER THE CONVEYANCE
SYSTEM WITHOUT FIRST BEING FILTERED OR OTHERWISE TREATED TO REMOVE SEDIMENT.
PERIODIC INSPECTIONS AND REQUIRED MAINTENANCE MUST BE PROVIDED, ESPECIALLY
AFTER EACH SIGNIFICANT STORM. THE PROJECT SUPERINTENDENT SHALL BE RESPONSIBLE
FOR THE INSTALLATION AND MAINTENANCE OF ALL EROSION AND SEDIMENT CONTROL
MEASURES.

ANY EXCAVATION, FILL, OR DISTURBANCE OF THE EXISTING GROUND ELEVATION MUST BE
DONE IN ACCORDANCE WITH STORM WATER MANAGEMENT ORDINANCE NO. 78-840 AND
APPROVED BY THE METROPOLITAN DEPARTMENT OF WATER SERVICES.
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A MINIMUM OF 24 HOURS PRIOR TO BEGINNING CONSTRUCTION, THE CONTRACTOR SHALL
NOTIFY THE METROPOLITAN NASHVILLE AND DAVIDSON COUNTY CONSTRUCTION INSPECTION
OFFICE.

/ ALL NEWLY CUT OR FILLED AREA, LACKING ADEQUATE VEGETATION, SHALL BE SEEDED,

MULCHED, FERTILIZED, AND/OR SODDED AS REQUIRED TO EFFECTIVELY CONTROL SOIL

EROSION.

3. CONTRACTOR SHALL MAINTAIN ACCESS TO ALL PROPERTIES.

/ 4.  ALL FILL SOILS SHALL BE COMPACTED TO A MINIMUM OF 95% OF STANDARD PROCTOR DENSITY

(ASTM D-698) WITHIN 3% OF OPTIMUM MOISTURE CONTENT IN LIFTS NOT TO EXCEED SIX

INCHES OF COMPACTED THICKNESS.

/ 5. ALL CONSTRUCTION MATERIALS AND PROCEDURES SHALL MEET OR EXCEED THE

REQUIREMENTS OF THE METROPOLITAN NASHVILLE AND DAVIDSON COUNTY STANDARD
CONSTRUCTION SPECIFICATIONS.
( / 6. PROPERTY LINES SHALL BE FIELD VERIFIED PRIOR TO CONSTRUCTION. GRADING, CLEARING,
AND THE ERECTION OR REMOVAL OF FENCES ALONG PROPERTY LINES SHALL BE FULLY

/ COORDINATED WITH ADJACENT PROPERTY OWNERS.

7. VERIFY SITE CONDITIONS PRIOR TO CONSTRUCTION. NOTIFY THE METROPOLITAN NASHVILLE
AND DAVIDSON COUNTY CONSTRUCTION INSPECTION OFFICE ENGINEER OF ANY VARIATIONS
PRIOR TO COMMENCEMENT OF WORK.

8. ALL GRADING WORK SHALL BE PERFORMED IN SUCH A MANNER THAT ADJACENT PROPERTIES
ARE NOT DAMAGED OR ADVERSELY AFFECTED.

/ 9.  LOT DRAINAGE: FINISH GRADE SHALL BE SLOPED AWAY FROM THE FOUNDATION FOR

L S

PHONE: 901-374-9109
WWW.KIMLEY-HORN.COM

457 —

© 2020 KIMLEY-HORN AND ASSOCIATES, INC.
6750 POPLAR AVENUE, SUITE 600, MEMPHIS TN 38138

DRAINAGE. THE FINISH GRADE MUST BE AT LEAST 12 INCHES BELOW THE TOP OF THE
FOUNDATION WALL OR THE GRADE OF THE CONCRETE SLAB AT THE INTERIOR IN THE CASE OF
( AN INTEGRAL SLAB AND FOUNDATION.
10. THE CONTRACTOR SHALL PROVIDE ADEQUATE AND EFFECTIVE EROSION CONTROL AS
NECESSARY TO PREVENT ANY SILTATION INTO EXISTING DRAINAGE SYSTEM AND/OR
/ ADJACENT PROPERTIES.
11.  ALL EROSION CONTROL MEASURES MUST BE INSTALLED PRIOR TO COMMENCEMENT OF
GRADING OPERATIONS AND BE MAINTAINED UNTIL ALL DISTURBED AREAS ON THE SITE HAVE
BEEN RESTORED.
12.  ALL TEMPORARY EROSION CONTROL INSTALLATIONS SHALL REMAIN IN PLACE AND BE
___ MAINTAINED IN GOOD CONDITIONS BY THE CONTRACTOR UNTIL THE SITE HAS BEEN
RE-VEGETATED, AT WHICH TIME IT SHALL BE REMOVED. FOR PROPOSED PAVED SURFACE
3 / AREAS, THE CONTRACTOR MAY REMOVE NECESSARY SILT FENCE TO CONSTRUCT ROADWAYS,
N WHILE MAINTAINING ADEQUATE EROSION CONTROL IN ADJACENT AREAS.
/\ \l / 13.  THE CONTRACTOR SHALL SCHEDULE SITE GRADING, UTILITY INSTALLATION AND ROADWAY
\
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. . %> { NN 15. SEDIMENT DEPOSITS SHOULD BE REMOVED AFTER EACH STORM EVENT. THEY MUST BE
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|/ \ L > /
SHALL BE DRESSED TO CONFORM WITH THE EXISTING GRADE, PREPARED AND SEEDED WITH
THE APPROPRIATE SEED MIX, AS DIRECTED BY THE ENGINEER.

\ REMOVED WHEN DEPOSITS REACH APPROXIMATELY ONE HALF THE HEIGHT OF THE BARRIER.
™~ \\ ~N
jl / - \ \ 18. SILT FENCE SHALL BE REMOVED WHEN IT HAS SERVED ITS USEFUL PURPOSE, BUT NOT
AN
\
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CONSTRUCTION SO THAT THE GENERAL SITE CAN BE MULCHED AND RE-SEEDED SOON AFTER
DISTURBANCE. ALL DISTURBED AREAS SHALL BE SEEDED AND MULCHED WITHIN 14 DAYS
/ AFTER COMPLETION OF FINAL GRADING OR AFTER 14 DAYS OF GRADING INACTIVITY.
14. INSPECTIONS MUST BE PERFORMED BY AN EROSION PREVENTION AND SEDIMENT CONTROL
(EPSC) LEVEL | CERTIFIED PERSONNEL. ALL CONTROL MEASURES SHALL BE CHECKED, AND
/ REPAIRED AS NECESSARY, TWICE WEEKLY AT LEAST 72 HOURS APART AND IN DRY PERIODS Z
AND WITHIN 24 HOURS AFTER ANY RAINFALL OF 0.5 INCHES WITHIN A 24 HOUR PERIOD. DURING
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/ PROLONGED RAINFALL DAILY CHECKING AND REPAIRING IS NECESSARY. THE PERMITTEE
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— 17.  ANY SEDIMENT REMAINING AFTER THE SILT FENCE OR FILTER FABRIC IS NO LONGER NEEDED
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\ \ 16. FABRIC SHOULD BE REPLACED PROMPTLY WHEN IT DECOMPOSES OR BECOMES INEFFECTIVE.
\ BEFORE THE UPWARD SLOPING AREA HAS BEEN PERMANENTLY STABILIZED.

\ 19. IT IS THE CONTRACTOR'S RESPONSIBILITY TO INSURE THAT ALL REQUIRED PERMITS HAVE

C

BEEN OBTAINED PRIOR TO BEGINNING ANY CONSTRUCTION OR OTHER ACTIVITY ON THE SITE.
\ 20. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING SOIL EROSION CONTROL
MEASURES AS NOTED ON THE PLANS AND AS REQUESTED BY THE OWNER DURING

N

CONSTRUCTION. THE CONTRACTOR SHALL ALSO BE RESPONSIBLE FOR SATISFYING THE

) REQUIREMENTS OF THE STATE OF TENNESSEE DEPARTMENT OF ENVIRONMENT AND
/ & 0 — — CONSERVATION (TDEC) AS SET FORTH IN THE TENNESSEE EROSION & SEDIMENT CONTROL

> HANDBOOK 4TH EDITION. ALL SOIL EROSION CONTROL MEASURES SHALL BE MAINTAINED
THROUGHOUT THE DURATION OF THE CONTROL SO AS TO PREVENT ANY SEDIMENT FROM
WASHING OFF THE SITE ONTO ADJACENT PROPERTY OR PUBLIC RIGHTS-OF-WAY. THE
CONTRACTOR SHALL MAINTAIN A LOG OF ALL MAINTENANCE ACTIVITIES FOR THE EROSION
CONTROL ELEMENTS AS REQUIRED BY TDEC.

21. A COPY OF THIS PLAN MUST BE AVAILABLE ON SITE.

22. EROSION AND SEDIMENT CONTROL MEASURES MUST BE IN PLACE AND FUNCTIONAL BEFORE
EARTH MOVING OPERATIONS BEGIN, AND MUST BE CONSTRUCTED AND MAINTAINED
THROUGHOUT THE CONSTRUCTION PERIOD. TEMPORARY MEASURES MAY BE REMOVED AT
THE BEGINNING OF THE WORK DAY BUT MUST BE REPLACED AT THE END OF THE WORK DAY.

23. THE INTENT OF THE EROSION AND SEDIMENT CONTROL PLAN IS TO MINIMIZE THE RELEASE OF
STORM WATER POLLUTANTS TO DOWNSTREAM PROPERTIES AND DRAINAGE SYSTEMS.

24. ALL DISTURBED AREAS ARE TO DRAIN TO APPROVED SEDIMENT CONTROL MEASURES AT ALL
TIMES DURING LAND DISTURBING ACTIVITIES.

25. CONSTRUCTION WILL BE SEQUENCED SO THAT GRADING OPERATIONS CAN BEGIN AND END AS
QUICKLY AS POSSIBLE.

26. AREAS WHICH ARE NOT TO BE DISTURBED WILL BE CLEARLY MARKED BY FENCING, FLAGS,
SIGNS, ETC.

27. DURING CONSTRUCTION OF THE PROJECT, SOIL STOCKPILES SHALL BE STABILIZED OR
PROTECTED WITH SEDIMENT TRAPPING MEASURES. THE APPLICANT IS RESPONSIBLE FOR THE
TEMPORARY PROTECTION AND PERMANENT STABILIZATION OF ALL SOIL STOCKPILES ON SITE
AS WELL AS SOIL INTENTIONALLY TRANSPORTED FROM THE PROJECT SITE.

28. ALL STORM SEWER INLETS THAT ARE TO BE USED FOR DRAINAGE DURING CONSTRUCTION
SHALL BE PROTECTED SO THAT SEDIMENT-LADEN WATER CANNOT ENTER THE CONVEYANCE
SYSTEM WITHOUT FIRST BEING FILTERED OR OTHERWISE TREATED TO REMOVE SEDIMENT.

29. PERIODIC INSPECTIONS AND REQUIRED MAINTENANCE MUST BE PROVIDED, ESPECIALLY
AFTER EACH SIGNIFICANT STORM. THE PROJECT SUPERINTENDENT SHALL BE RESPONSIBLE
FOR THE INSTALLATION AND MAINTENANCE OF ALL EROSION AND SEDIMENT CONTROL
MEASURES.

30. ANY EXCAVATION, FILL, OR DISTURBANCE OF THE EXISTING GROUND ELEVATION MUST BE
DONE IN ACCORDANCE WITH STORM WATER MANAGEMENT ORDINANCE NO. 78-840 AND
APPROVED BY THE METROPOLITAN DEPARTMENT OF WATER SERVICES.
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8" Thick Concrete

Top Of Curb*
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NOTE: 1.

mesh.

l< fDriveway
~

CURB TAPER FOR DRIVEWAY RAMP

Cross—slope of sidewalk shall not exceed 1:48 (vertical:horizontal).
2. Fiber mesh reinforcement is an approved alternative for the wire
Fiber mesh reinforcement will be added to the concrete
at the batch plant at the rate of 1 1/2 pounds per cubic yard.
3. Concrete shall be 8 inches thick.
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GENERAL NOTES
as directed by the Engineer.

and inlets.
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TYPICAL CROSS - SECTION
EXPGnSion Exponsion
Joint /—Inlet Joint
Cur Curb
Gutter Gutter
10" Min. 10" Min.
lie Into Inlet lie Into Inlet

1. Expansion joints to be spaced a maximum of 100 feet apart or
2. Expansion joints will also be required at tangent points, ramps,

3. Contraction joints are to be cut into curb and gutter every 10
feet to a depth of D/4, where D equals the thickness of the
The spacing of 10 feet may be reduced at closures but

no section of curb and gutter shall be less than 10 feet.
4. There will be a minimum of 10 feet tie in at curb inlets on each
An expansion joint will be used on each side

5. Cost of contraction joints to be included in the unit bid price for
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NOTE: EXPANSION JOINT TO BE SPACED 25" OR 30" APART DEPENDING
ON TRANSVERSE JOINT MARKINGS OR AS DIRECTED BY THE 5’

ENGINEER TO MATCH EXISTING LAYOUT.
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PER MAJOR AND COLLECTOR STREET PLAN UNLESS IN HISTORIC DISTRICT
’ Curb
SIDEWALK WIDTH GREATER THAN 6 Expansion
Joint

GENERAL NOTES

SIDEWALKS SHALL BE A MINIMUM OF 4 INCHES IN THICKNESS.
MAXIMUM CROSS SLOPE FOR SIDEWALKS SHALL NOT EXCEED 1:48 (VERTICAL:HORIZONTAL).
IN HISTORIC DISTRICTS THE STANDARD SHALL BE THE PREVAILING CHARACTERISTIC OF THE BLOCK

FACE.

SIDEWALK SHALL BE CONSTRUCTED OF WHITE CONCRETE, BRICK, OR EXPOSED AGGREGATE PER
METRO DEPARTMENT OF PUBLIC WORKS TECHNICAL SPECIFICATIONS, SECTION 02522.
IF APPROVED THE FURNISHING ZONE MAY CONTAIN HARDSCAPE MATERIALS SUCH AS CONCRETE,

BRICK, OR PAVERS.

COMPACTED STONE BASE, PUG MILL MIX, 4" THICK SHALL BE APPLIED TO SUB GRADE PRIOR TO

INSTALLING SIDEWALK.

FURNISHING ZONE IS AN AREA FOR OBSTRUCTIONS IN THE SIDEWALK. EXAMPLES ARE OUTDOOR
CAFES, POWER POLES, FIRE HYDRANTS, SIGNS, ETC.

IN THE EVENT OF ANY CONFLICT, DISCREPANCY, OR INCONSISTENCY AMONG THE PLANS AND THESE
STANDARD DETAILS, THE REQUIREMENTS OF THE STANDARD DETAILS SHALL GOVERN.

NTS /
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GENERAL NOTES

1. EXPANSION JOINTS TO BE PLACED AS SHOWN
ON THIS DRAWING OR AS DIRECTED BY THE
ENGINEER, AT CURB RETURNS, WHERE
BUILDINGS ARE ADJACENT TO SIDEWALKS,

AND AT WALKWAYS.

2. COST OF ALL EXPANSION JOINTS TO BE
INCLUDED IN UNIT BID PRICE FOR

SIDEWALKS.

3. ONE—~HALF INCH EXPANSION JOINTS TO BE

USED IN ALL LOCATIONS.

4, THIS METRO STANDARD DRAWING IS FOR THE
EXPANSION JOINTS IN SIDEWALKS. SEE
OTHER METRO STANDARD DRAWINGS FOR
CURB RAMP PLACEMENT, SIDEWALK DETAILS,

OBSTRUCTIONS, ETC.

5. THE EXPANSION JOINT MATERIAL SHALL BE
RECYCLED MATERIAL 1/2" THICK AS
MANUFACTURED BY J.D. RUSSELL COMPANY,
1-800-888-6872, WWW.JDRUSSELL
COMPANY.COM, OR APPROVED EQUAL.

TYPICAL EXPANSION JOINT DETAIL

-

NOT TO SCALE J

(METROPOUTAN GOVERNMENT ofF [STANDARD EXPANSION )
NASHVILLE AND DAVIDSON COUNTY JOINT FOR DWG. NO. ST-209
DEPARTMENT OF PUBLIC WORKS CONCRETE SIDEWALK
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4 PLAN VIEW
High Side 5" Minimum Low Side
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Gutter
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LONGITUDINAL STREET GRADE

Curb With

Back Curb 6" 5 Landing 4" Ramp
(optional) { /8" 23:(;.’1(—3ft
ks
AN
w\"\’%\\(%}\é;‘lf, Varies min. 2.5" ] fg
A @

4" Compacted
Pug Mill Mix
6" Thick Concrete

SECTION A—A

GENERAL NOTES

(vertical:horizontal).

the slope of the ramp.

and repoured when the ramp is poured.

be a constant height through landing.

inspection report.

Gutter — 30"

1:20 Maox. <See Note 4)
g A —

NOT TO SCALE

1. Ramp shall be flush with the gutter or edge of pavement.
2. Cross—slope of landing and of sidewalk shall not exceed 1:48

3. Surface texture of the curb ramp shall be stable, firm, and slip—resistant.
The surface shall be coarse broomed "white” concrete finish transverse to

4. The normal gutter slope of 1:12 (vertical:horizontal) shall be reduced to

1:20 (vertical:horizontal) at the ramp when the curb and gutter is poured
before the ramp, or the gutter at the ramp must be cut out, removed,

3. Back curb shall be constructed at the direction of Public Works, and if
required, back curb height along ramp shall transition from O inches at
expansion joints to the proposed height of back curb at landing and shall

Deletion of back curb requires

approval of inspector. Removal to be noted in project file and on

6. High side and low side ramps shall have a maximum slope of 1:12

\_ (vertical:horizontal) or shall be 8 feet (96 inches) minimum in length.
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4 STANDARD EXPANSION JOINT FOR CONCRETE SIDEWALK
NOT TO SCALE

,rMETROFOLITAN GOVERNMENT OF NEW
NASHVILLE AND DAVIDSON COUNTY CONSTRUCTION DWG. NO. ST-320
DEPARTMENT OF PUBLIC WORKS CURB RAMP
" , 7 - REVISED: 07/18/02
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5 NEW CONSTRUCTION CURB RAMP
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GENERAL NOTES:

1. CONSTRUCTION SHALL CONFORM TO THE METROPOLITAN
DEPARTMENT OF PUBLIC WORKS TECHNICAL SPECIFICATIONS,
LATEST REVISION.

2.  SIDEWALK GRADE SHALL MATCH ROAD GRADE AT CENTERLINE.

3. IN THE EVENT OF ANY CONFLICT, DISCREPENCY, OR

INCONSISTENCY AMONG THE PLANS AND THESE STANDARD

DETAILS,

THE REQUIREMENTS OF THE STANDARD DETAILS SHALL GOVERN.

HALF — SECTION

OJONONORORORS)

~t——— 10" PAVEMENT

25' R.OM. potet—— 10’ PED/UTIL. EASEMENT ——m
= SHOSI'.DER I:" 12 =|ﬁ 2 5 —| 2 |
4 CROWN ) : SIDEWALK
| 3" SHOULDER DROP 3

'PAVEMENT SCHEDULE

1" MIN

1-1/2" APHALTIC CONCRETE SURFACE (411D) SN S3
) -
TACK COAT. (SS—1) AL A AR
2" BITUMINOUS BINDER (B-M2) \},,/'( VAT ’\§‘<\\Q}/i<§\ ‘,"%z,,
PRIME COAT (RS—2) 4 7 ’ &
. O,
8" STONE (GRADING D PUG MILL MIX) 2 &

DOUBLE BITUMINOUS SURFACE TREATMENT
7" STONE (GRADING D PUG MILL MIX)

PAVEMENT & SHOULDER COURSES

J

NON-CURB AND GUTTER ROAD SECTION
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K MANUFACTURERS SPECIFICATIONS

-6” DRAIN WITH VARMINT OR ALUMINUM BOX
SCREEN INSIDE & OUTSIDE

— IMIN.  —< e FLOOR

— . TO DRAIN

[ 2”-——“30-.
_HlN. ‘ IN s
[ [ 1
PLAN

REMOVABLE ALUMINUM TO

-

r===L18" M.
ﬁ‘wu-uEN OPENI—

MIN. 6” CONC. BLOCK

18" MIN.
1 / WHEN OPEN
LINTEL —L 24"

3" x 4’ MIN. DOOR
AND FRAME UNIT

aalIHEEEEEEEEE

1 8 6"x6" HO. 10
--|12 l-— — REINF. MESH -
6” DRAIN WITH
VARMINT SCREEN
INSIDE & OUTSIDE

SIDE SECTION

PLUS PIPE DIAMETER

METRO WATER SERVICE APPROVED
ALUMINUM BOX ENCLOSURE WITH
FRONT AND REAR ACCESS DOORS
OR PANELS ARE RECOMMENDED.

INSTALL ALL ITEMS ACCORDING TO

1ﬁ :

@MIN. CLEARANCE 127 8

REMOVABLE ALUMINUM TOP

0 O

elels

6~ STONE §57

END SECTION

NOTES
BACKFLOW DEVICE TO REMAIN
ACCESSIBLE AT ALL TIMES.
TEST COCKS ARE TO BE PROVIDED
WITH NIPPLES & CAPS.
STRAINER REQUIRED ON ALL DOMESTIC
BACKFLOW DEVICES.
CHECK WITH FIRE MARSHALL FOR
COMBINATION LINES.
THIS DRAWING INDICATES MINIMUM
CLEARANCE AND ACCESS ONLY.
SECURITY PROCEDURES MAY BE
DESIRABLE.
INSULATION /HEAT RECOMMENDED TO
PREVENT FREEZING.
WALL CONSTRUCTION AND OUTSIDE
FINISH IS OPTIONAL WITH OWNER.
RISING STEM VALVES éos&v) ARE TO
BE INSTALLED ON ANY FIRE LINES.
REMOTE READER TO BE INSTALLED
NO ALL DETECTOR BYPASS UNITS.
REMOTE READER TO BE INSTALLED
THROUGH OUTSIDE WALL.

¥*INLET PIPING MUST BE OF COPPER,
BRASS AND/OR DUCTILE IRON.
DUCTILE PIPE TO EXTEND A MINIMUM
OF 36" OUTSIDE THE BOX.

ALL DUCTILE IRON PIPE INSIDE BOX

TO BE FLANGED (CLASS 52)

UQ Nr-r,l/n DI SUTION OPE lmm;(
X\f T

METRO WATER SERVICES

BACKFLOW PREVENTER BOX
FOR 2-1/2" THROUGH 4"

(DOMESTIC & FIRE LINES)

NOT TO SCALE|DATE: 07/10/08

DWG. NO. CDETBFO02

WATER SERVICES l

A rlkwlk\.ulxmkmuu /
i ’; HRI(H[TI

@ BACKFLOW PREVENTER BOX

NOT TO SCALE

PLAN _

GROUND UINE

L]

{ i 3 .
g 7 &
) @ [——) :

8" 4 No. 4BARso| G
SPACING EACH WAY
~ 6" DRAIN TO SURFACE WHEN
g CPIIEPERAD:‘ACEE'T!EZR POSSIBLE-SUMP PUMP MAY *
BE REQUIRED IN SOME LOCATIONS.

SIDE VIEW ’

INSTALL ALL ITEMS ACCORDING TO
MANUFACTURERS SPECIFICATIONS

i SRicie Excr Wi o e\
4" A
) REMOVABLE i ghol8
SLOPE FLOOR ALUMINUM Top  OR APPROVED EQUAL
TO DRAIN _\ , \ rl
8" POURED ‘ 12"
. CONC. WALL | MIN. |
8 —= J \ —_—
G = —
1 24
e MIN _MIN
1 2" T b ™ .
MIN. IIISN
| B 1
LEAVE 1" SPACE 12')(12')112'—/
AROUND PIPE FOR WELL
SEALING APPLICATION

METRO WATER APPROVED i B 12"x12"x12"
RADIO READ HXU) ALUMINUM DOUBLE LEAF WELL
LOCATED CLOSE muupm—:m ACCESS DOORS.
TO DOOR HINGE.

END VIEW

BACKFLOW DEVICE TO REMAIN
ACCESSIBLE AT ALL TIMES.

TEST COCKS ARE TO BE PROVIDED
WITH NIPPLES & CAPS.

THIS DRAWING INDICATES MINIMUM
CLEARANCE AND ACCESS ONLY.
SECURITY PROCEDURES MAY BE
DESIRABLE.

PIT OR VALUE IS TO BE OF WATER
TIGHT CONSTRUCTION.

CONSTRUCTED SO IT WILL NOT FLOOD.

MUST BE WELL DRAINED. DISCHARGED
TO ATMOSPHERE ABOVE FLOOD PLAIN.
MUST USE SUMP PUMP IF GRAVITY
DRAIN IS NOT FEASIBLE.

PROVIDED WITH ACCESS LADDER

AND ADEQUATE LIGHTING.

ALL FIRE SYSTEMS (INCLUDING -
COMBINATION SYSTEMS) MUST HAVE
FULL RESILIENT SEATED 0.S.&Y.

GATE VALVES.

INLET PIPING MUST BE OF DUCTILE
IRON. DUCTILE PIPE TO EXTEND A
MINIMUM OF 36" OUTSIDE THE BOX.
RADIO READ (MXU) TO BE INSTALLED
IN ALUMINUM DOOR AS PER METRO
WATER SERVICES PERMIT OFFICE.

(REF. DETAIL WDETO15 & WDET015B)

ALL DUCTILE IRON PIPE INSIDE BOX

7

ey

TO BE FLANGED (CLASS 52)

N

l 1C T%) D}‘% HN OPERATOR

METRO WATER SERVICES

TER SERVICES DIRECTO

BACKFLOW PREVENTER VAULT
FOR 2-1/2" THROUGH 8”

DOUBLE CHECK VALVE ASSEMBLY
NOT TO SCALE|DATE: 07/10/08
\_ DWG. NO. CDETBFOS

WATER SERVICES

A MIN. OF 3 BRICK

—={ 6 24" — - B"

] {

. 1-:4 !‘ =m
e 1 e g S o S U

B |1 |18 ‘

L ! : | :
—_— — = . A PLAN

a, o o

: {1

Wl f

/—TOP OF CURB

NOTE: CASTING FOR STANDARD CURB AND
GUTTER SHOWN (DR-129).
SUBSTITUTES WHERE USE IS DIRECTED
ARE DR-130, DR—-132, AND DR-133.

ACCEPTABLE

\_NOT TO SCALE

SECTION A-A

CONCRETE: 4000 PS| AT 28 DAYS

SECTION B-B

MIN. REINFORCEMENT: 0.14 SQ. IN/SQ. FT.

GRADE 60 STEEL.
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@ BACKFLOW PREVENTER VAULT

NOT TO SCALE

\DIRECTOR:

Q@mﬁﬁwaw&m%&%Y SINoLE e )
DEPARTMENT OF PUBLIC WO KS (PRECAST) DWG. NO. DR-105
ASST. DIR - DATE: "/ /

" DATE:E,”Z[#L REVISED: 02/08/00

@)

SINGLE PRECAST CURB INLET

NOT TO SCALE

This document, together with the concepts and designs presented herein, as an instrument of service, is intended only for the specific purpose and client for which it was prepared. Reuse of and improper reliance on this document without written authorization and adaptation by Kimley-Horn and Associates, Inc. shall be without liability to Kimley-Horn and Associates, Inc.
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\— 4" WHITE PARKING SPACE STRIPE %
o
Ll
=
STANDARD PARKING SPACE o
B
I
a
/— 4" WHITE PARKING SPACE STRIPE =
]
/— STD. H.C. ACCESSIBLE PARKING SIGN >
<C
% WHEEL STOP o
6" / i
|_
_—I // )
) v
N o
HANDICAPPED PARKING =
MIN. 2'-6" SPACE INSIGNIA (TYP.) %
SEE DETAIL THIS SHEET
‘;'TVF\{’:*P'Eg = 45.0° 8' FOR VAN
ACCESSIBLE
5' FOR CAR
VAN ACCESSIBLE PARKING SIGN z
MIN. 2'-6" /_ -
P WHEEL STOP "
|_
1 » %
FACE OF CURB QJ,—I:J o
6..__| | = T
4" WHITE PARKING SPACE STRIPE o
| / =
]

STANDARD ACCESSIBLE PARKING SPACE

SECTION VIEW

/ STEEL PIPE CAP

ACCESSIBLE PARKING SIGN INCLUDING THE
[T~ INTERNATIONAL SYMBOL OF ACCESSIBILITY, 70 SQ.
d IN. MINIMUM, COMPLYING WITH ADA GUIDELINES

SIGNAGE ELEVATION

REQUIRED. MAY BE ON SAME SIGN PANEL AS

/ "VAN ACCESSIBLE" PARKING SIGNAGE WHERE
i INTERNATIONAL SYMBOL OF ACCESSIBILITY
o

FINE
| FINE SIGNAGE, WHERE REQUIRED. FINE
TEXT PER LOCAL AUTHORITY, MAY BE ON

SAME SIGN PANEL AS ABOVE SIGNAGE

\ 2" ROUND STEEL PIPE SET IN CONCRETE

. —-
— N
Sl i
4|9
<|»
Ol
9 ﬂ 6" STEEL PIPE BOLLARD (FILL WITH NON-SHRINK
ﬁ % GROUT, ROUND TOP) WITH ORANGE PLASTIC BOLLARD
[N COVER (RE: SITE & STREET FURNISHINGS SPEC.)
Qoﬁ 8:0 VERIFY LOCAL CODES FOR COLOR REQUIREMENTS
5| ®
~ PREMOLDED EXPANSION JOINT MATERIAL
REFER
L 2o ||l
| 1 fl

/— SIDEWlALK
$ A

SIDEWALK R .

FOOTING al |4

3'-6" MIN
b

« ™— 3,000 PSI CONCRETE FOOTING

6"

PR

, 18"DIA |,

ACCESSIBLE PARKING SIGNAGE

SEE SITE PLAN FOR WIDTH

2 COATS OF
YELLOW PAINT, 4"
WIDE TYPICAL

PAINT STRIPING FOR PEDESTRIAN WALKWAY

/— PAINTED PARKING SPACE STRIPE

*N

A' ‘A

A

L]

S EDGE OF PAVEMENT

(OR FACE OF CURB) |

NOTE:
—\f“— SEE SITE PLAN FOR PARKING SPACE SIZE AND FOR WHEEL STOP LOCATIONS.

6' LONG PRECAST
CONCRETE WHEEL STOP
ANCHORED W/ (2) NO. 4
BARS 12" LONG (MIN.)

FINISHED GRADE

SECTION A

CONCRETE WHEEL STOP

NO. 4 BARS
CONTINUOUS
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HEAVY-DUTY FLEXIBLE PAVEMENT*
1. 1.5" ASPHALT SURFACE COURSE
2. 2.5"BINDER COURSE
K PASY A
<X

3. 8.0"AGGREGATE BASE

4. TACK COAT

5. PRIME COAT

»,
[
3]

L s

. ': ._ e c.)
SN
SEHEEEEEKKKKKIEKEK

COMPACTED -
SUBGRADE

* THE MATERIALS SHOULD MEET THE REQUIREMENTS SET FORTH IN THE APPLICABLE SECTIONS OF THE STANDARD
SPECIFICATIONS FOR ROADS AND BRIDGES, LATEST EDITION, PUBLISHED BY THE TENNESSEE DEPARTMENT OF
TRANSPORTATION (TDOT).

TYPICAL ASPHALT PAVEMENT SECTION

NOT TO SCALE

5

28 DAY 3000 PSI CLASS "A"
CONCRETE

POUR FLUSH W/ PROP. HEAVY-DUTY RIGID PAVEMENT**

' SEE PLAN FOR SIZE PAVEMENT GRADE 1. 6.5" PORTLAND CEMENT CONCRETE
| 4" WIDE PAVEMENT *DUMPSTER PAD: 8.0"
SEALER.
#3 REBAR @ 18" OCEW 2. 4.0" AGGREGATE BASE
(DUMPSTER PAD - #4 REBAR @ 18" OCEW)
BITMUNOUS CONCRETE 3. 12.0" COMPACTED SUBGRADE
e 1/4"/FT. (MAX.) —> PAVEMENT OR CONCRETE
2/ PER SITE PLAN
TH AR “‘,{‘“/‘I 2
B PR svwass, Sevra. ey S e VA AUV §
2

SECTION VIEW

*NOTE:
FOR HEAVY-DUTY PAVEMENT, DOWEL BARS ONE INCH IN DIAMETER AND A MINIMUM OF 18 INCHES IN LENGTH SHOULD BE INSERTED ONE FOOT
ON EACH SIDE OF THE JOINT. DOWELS SHOULD ALLOW FOR LATERAL MOVEMENT AT EXPANSION JOINTS. AT CONTRACTION JOINTS, DEPTH OF

RESERVIOR SHOULD BE }4 THE SLAB THICKNESS. REFER TO AASHTO OR AMERICAN CONCRETE PAVEMENT ASSOCIATION FOR FURTHER
RECOMMENDATIONS.

TYPICAL CONCRETE PAVEMENT SECTION

NOT TO SCALE

6

3:1 MAX SLOPE

GABION BASKET FOREBAY
MATERIAL ENTRENCHED 6"

DEEP, 6" WIDTH —”

/

PRETREATMENT BASIN
ELEVATION = 454.00

AND BIORETENTION COVER

3:1 MAX SLOPE

TOP OF COVER LAYER ,
ELEV =454.00 36" MIN -

TOP OF MEDIA LAYER
ELEV =453.75

TOP OF CHOKER STONE

ELEV =450.50
TOP OF UNDERDRAIN JACKET /
ELEV =449.75

TOP OF STONE SUMP
ELEV = 448.75

|_~— BIORETENTION FILTER MEDIA
36" MIN DEPTH

FILTER FABRIC WITH 110
GAL/MIN/SQFT MIN FLOW RATE
GEOTEX 351 OR APPROVED
EQUAL TO SIDES ONLY

L —— GEOTEXTILE FILTER FABRIC
STRIP (2-4' WIDTH). FABRIC TO
MEET SPECIFICATIONS LISTED

/ /— NON-WOVEN GEOTEXTILE

ABOVE
™~
~~— 3" CHOKER STONE (#8 OR
#89 CLEAN WASHED)
N

~— 9" UNDERDRAIN (#57

STONE, CLEAN WASHED)
[—— 6" PERFORATED CPP

BOTTOM OF

BIORETENTION SECTION
ELEV =447.75

7

UNDERDRAIN
3/8" PERFORATIONS AT 6" O.C|
1% MIN SLOPE

12" MIN. STONE SUMP
BELOW UNDERDRAIN INVERT
(#57 CLEAN WASHED)

EXISTING
UNDISTURBED EARTH
DO NOT COMPACT

NOT TO SCALE NOT TO SCALE NOT TO SCALE NOT TO SCALE
REFER TO GEOTECHNICAL REPORT PREPARED BY TERRACON DATED AUGUST 31, 2020 TO REFER TO GEOTECHNICAL REPORT PREPARED BY TERRACON DATED AUGUST 31, 2020 TO PRETREATMENT FOREBAY- ) NOTES:
CONFIRM RECOMMENDED PAVEMENT THICKNESSES. CONFIRM RECOMMENDED PAVEMENT THICKNESSES. MULCH OR PINE STRAW 1. BIORETENTION FILTER MEDIA
- ELEVATION = 456.00 SEE SHEET L1-00 LANDSCAPING
DEPTH =24 IN. PLAN FOR PLANTING DETAILS MIN TOP SHALL CONTAIN A MIX OF
VOLUME = 720.00 CF ELEV = 456.00 TOPSOIL, SAND, AND ORGANIC

MATTER TO ACHIEVE THE
FOLLOWING FINAL
COMPOSITION (BY VOLUME):

1. 70%-85% SAND

2. 10%-20% SILT + CLAY
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